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Swift
330 

Auto creaser



Specification

Easy to mount perforating blade Easy to set crease depth Easy to operate control panel

Features

Applications

As part of our continuous product improvement program, 

specifications are subject to change without notice.

Applications: Book cover•Greeting cards• Postcards•Much more! 

• Optional linear perforating blade and scoring blade.

nfeed register 

• Skew adjustment. 

• Crease bar auto release when paper jammed.

• Can creasing on laminated / UV coated paper.

• Infinite crease depth adjustment.

• LCD panel operation display.

• Right side i .

• Easy maintenance.

• Output tray.

Infeed Paper Size

Paper Net weight

Paper Type

Crease width

Crease

Accuracy

Linear perforating tool

Speed

Infeed Type

Out Put Capacity

Operation Display

Standard Features

Option

Power Supply

Net weight

Dimensions(L )xDxH

Minimum           50mmx90mm

Maximum          330mmx650mm

100g-400g/0.1-0.4mm

Non coated paper, coated paper, laminated paper

1.0mm

Maximum 6 creases per sheet

±0.2mm

Up to 4 sets   12/24TPI

40 Sheets/Min(A4 one crease)

Hand feed

30mm

LCD Panel

Skew compensation, Right side infeed register

Crease depth adjustment

Scoring blade & Linear perforating blade

Crease die 0.6/1.2/1.4mm 

 Stand

220V,50HZ

39KG

110cmx51cmx38cm 
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