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Introduction 

 

The city aims to provide clean, safe and universally accessible bus shelters, seats 
and other facilities to promote a more environmentally sustainable method of 
transport. To achieve this, the city aims to provide where possible, a full range of bus 
shelters including seats and bins where the physical capacity to install them exists 
and installation does not comprise pedestrian and residential amenity. 
 
The Public Transport Authority of WA (PTA) “Public Transport Bus Stop Site Layout 
Guidelines 2010” states: 
 
“Following extensive negotiations between the PTA and the Western Australian 
Local Government Association (WALGA), representing the needs of all Local 
Governments in Western Australia, the PTA has accepted limited responsibility for 
ensuring compliance of the immediate bus stop area to the Disability Standards.  It is 
intended that under this arrangement, the PTA will be responsible for upgrading the 
immediate boarding area and up to one metre of connecting pathway to an existing 
footpath.  The PTA is not responsible for items that improve the amenity of the area 
for local residents; this typically includes the provision of discretionary infrastructure 
such as bus shelters, seating and rubbish bins which have traditionally been 
provided by Local Government.” 
 
All bus stops in the city have been inspected to determine their suitability for a 
shelter. While the city would ideally like to provide bus shelters at every bus stop, it is 
often not practical to do so. The main factors determining if a new or replacement 
shelter should be installed are: 
 

 Community demand 

 Number of passengers boarding at a particular bus stop 

 Number and type of destinations on the bus route 

 Space available 

 Access to a shelter 

 Bus shelters should not block the sight-lines for traffic safety 

 An improvement in the amenity of the public domain 

 Bus shelter designs that are sensitive to their context including the heritage 
conservation values or commercial aspect of the surrounding environment. 

 
The location, type and installation of the bus shelters should also be accessible for 
pedestrians and cyclists. In addition, bus stops should have tactile pavers for people 
with disabilities.  
 
 



Types of Bus Shelters 
 

 Maintain the heritage Type 1 bus shelter on Rokeby Road and only replace it 
when it is no longer viable to repair. 

 

 Refurbish and install Type 2 bus shelters at locations shown in the attached 
plan. 
 

 Replace shelters in remaining areas with Type 3 bus shelters at locations 
shown on the attached plan, with the two remaining concrete shelters being 
high priority for replacement (Aberdare Road and Thomas Street). 

 

 Provide bins and seats where shelters are installed. 
 

Currently there are 95 bus stops within the city, 60 of which currently have a bus 
shelter installed which can be categorised into the following types: 
 
 

 
The different types of shelters are described in the section below. The objective of 
the updated plan is to rationalise the number/type of shelters and to provide the 
more high profile streets with suitable shelters and to have a consistent style 
throughout the city.  
 
All shelters will be in the Subiaco colours (maroon and yellow) and bear the words 
‘City of Subiaco.’ In addition, each shelter will have its street location name and 
shelter number visible on the bus approach side. 
 
 
The following are the three types of shelters to be used: 
 
Type 1 
 

The shelter outside the Library/Administration 
Centre on Rokeby Rd is a unique wood and 
tile construction. 
 
This will be maintained in its present form 
until such time as it is not viable to continue 
repair. It should then be replaced with a Type 
2 bus shelter. 
 
The city also has seven Faux Heritage 
shelters made in a similar design with a 

corrugated tin roof. These are difficult to maintain and are proposed to be replaced 
with either Type 2 or Type 3 bus shelters depending on their location. 

Adshel 
Advertising 

Adshel 
Avenue 

Metal 
panel 

Heritage Faux 
Heritage 

Concrete Adshel 
Evo 

Total 

20 3 24 1 6 2 4 60 



Type 2 
Type 2 bus shelters are in either the Adshel Avenue design (below left) or the Adshel 
Advertising design (below right). As the Adshel Advertising design is no longer 
available, Adshel will be asked to provide a design as close as possible to the design 
below right. 

    
 
 
It is recommended that they are only installed on Hay Street, Rokeby Road, Roberts 
Road, Monash Avenue, Fairway Avenue and Broadway Avenue. These shelters will 
be installed near schools, old age homes, and community centres.  
 
Type 3 
Any new or replacement shelters on streets other than the areas marked for Type 2 
bus shelters will be replaced with a Type 3 bus shelter that will be robust but smaller 
and similar to many of the pre-existing shelters. These will either be custom made 
out of Colorbond in the style shown (below left) or in a design similar to that of the 
Adshel Evo shelter (below right). These shelters will typically be installed in the outer 
areas of the city. 
 

                      
   
 
 

 



Funding 
 
The city allocates $50,000 per annum in its Strategic Financial Plan for shelters. 
 
The replacement of existing bus shelters and the installation of new shelters included 
in the plan will be implemented as funds become available during annual budget 
deliberations.  
 
All shelter installations will need to be in line with Public Transport Authority (PTA) 
accessibility standards. Grant funding from the PTA will be applied for each planned 
shelter under the Bus Shelter Subsidy Program (BSSP). The PTA offers up to 50% 
grants for new or replacement shelters. There is no cap on the total grant amount. 
 
To be eligible for a grant, bus shelters must be from the list of approved shelters in 
the PTA Bus Shelter Grant Scheme Buyers Guide. The Adshel Avenue and Adshel 
Evo designs are eligible for PTA grant funding. The Adshel Advertising and 
Colorbond designs are not eligible. 
 
To replace existing shelters in line with the updated bus shelter improvement plan, 8 
Type 2 and 28 Type 3 shelters are required to be installed. Once these 36 shelters 
have been installed the city’s bus shelter profile will be as follows: 
 

Heritage  
(Type 1) 

Adshel Advertising/ 
Avenue 

 (Type 2) 

Adshel 
Evo/Colorbond 

(Type 3) 

Total 

1 29 32 62 
 

 

 

 

 

 



 
 



 


