ENGLISH

PARQUETPRO
NEUTRAL DETERGENT

Product with neutral pH for the cleaning and deterging of
floors in general.
HOW TO USE:

APPLICATION

Use PARQUETPRO.pure or diluted depending on how dirty the
floor is.
Fat, oil, stains dirt : apply pure with a sponge and dry.

VARNISHING AND
AUXILIARY PRODUCTS

Deep cleaning: apply diluted to 30-50% with cloth and if
necessary go over it with a damp cloth.
Normal cleaning: apply diluted to 10 % with cloth; rinsing is not
necessary.
Always use adequate personal protective equipment. Always
consult the MSDS sheet of the product.

ADESIV s.r.l. - Sede amministrativa e operativa: Via delle Rose, 31 - Sede legale: Via S. Patrizio, 33 - 36061 Bassano del Grappa (VI) - ITALY
Tel.: +39(0)424-566 406 - Fax: +39(0)424-566 473 - Sito: www.adesiv.it - E-mail: info@adesiv.it
The company complies to quality management system standard UNI EN ISO - 9001:2008
certified by SGS Italia S.p.A., certificate no. IT07/0491.

TECHNICAL DATA (at standard conditions):

Aspect:
Viscosity (@20°C; Ford #4):
Approximate coverage (g/m2):
Drying time (minutes):
Application temperature (°C):
Application/Tools:
Storage (months):

Liquid
N.A.
Varies depending on the dilution and surface treated
Varies depending on the dilution and surface treated
+15 - +25
Clean cloth, mop

temperature between +5°C and +25°C

6

Information on disposal
Packaging

Dispose of product in accordance with local and national laws
1 l bottles
Always use adequate personal protective equipment

Limitations of use:

Make sure the temperature of the product is 20°C before
applying.

NOTES
ADESIV srl Guarantees that the information in the present sheet are given to
the best of its experience and technical-scientific knowledge; however, it is not
liable for results obtained as application conditions are out of its control. It is
recommended to always verify the suitability of the product for the specific
case. The present sheet annuls and substitutes any previous sheet.
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