Your purchase of a Honda motorcycle guarantees you servicing and
comprehensive parts backup from one of the biggest motorcycle dealer
networks in Australia. And with a range of flexible finance packages available,
Honda MPE Financial Services can help you own the Honda motorcycle of your
dreams sooner.
Engineered for your Honda. Only one brand of oils and chemicals guarantees
performance in Honda engines. Starting with the development by R&D in Japan
nobody else crafts these products to the industry’s most demanding
standards… Honda quality!
Renowned for quality and reliability, Honda Genuine Parts are made to ensure
optimum performance on all levels. By insisting on Honda Genuine Parts you’re
guaranteed the best parts money can buy. Don’t settle for anything else, always
demand Honda Genuine Parts.
At Honda, our goal is to create the best motorcycles in the world and is matched
by an equally strong commitment to responsible and safe riding. Remember,
always wear a helmet, eye protection and protective clothing when you ride.
Always obey the road laws and always use common sense. Never ride under the
influence of alcohol or drugs and never use the street as a racetrack. Respect
your own limitations. Respect the rights of others on the road. And respect the
overall motorcycling experience, there’s nothing else like it!
Honda recommends that all riders take a training course and read their owner’s
manual thoroughly. For safety or training information, call your local Honda
Australia Rider Training centre: Melbourne (03) 9270 1377, Sydney (02) 9144 5725,
Brisbane (07) 3341 5657. Website: hart.honda.com.au
Honda Motorcycles are all about freedom, performance, adventure and superior
quality. When it comes to making sure you can enjoy your new Honda you can
rely on the Honda Australia Extended Warranty and Honda Insurances to provide
you with the peace of mind that your riding pleasure and security will be
maintained. For full terms and conditions, please see your local Dealer.

In the interests of product development, Honda reserves the right to alter specifications and features without notice.
Availability of stock depicted in this brochure and colours may vary from time to time. For complete details see your local
Honda Motorcycle Dealer. Colours, specifications and model availability as at 10/04/2018. HondaRent is powered by
BOQ Credit Pty Ltd ABN 92 080 151 266 (trading as Honda MPE Financial Services) in conjunction with Honda Australia
Motorcycles and Power Equipment Pty Ltd ABN 96 006 662 862 (trading as Honda MPE). HondaRent is available to
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approved personal customers. Credit fees and charges may apply. Terms and conditions apply.
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02. HONDA ROAD RANGE

At Honda we’ve built our reputation from the racetrack.
The lessons we’ve learned in MotoGP, World Superbike and
countless National Superbike and Supersport classes go
directly into creating the best motorcycles possible.
We are famous for flawless build quality and legendary
reliability, nothing compares to a Honda.
Wherever you want to ride, we have the perfect
motorcycle for you - own the road with Honda.
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SUPERSPORTS

CBR1000RR FIREBLADE
NO OTHER SUPERSPORT MOTORCYCLE COMBINES POWER, HANDLING
AND OVERALL QUALITY LIKE HONDA’S VERSATILE CBR1000RR. FOR 25
YEARS THE FIREBLADE HAS BEEN THE BENCHMARK IN HIGH
PERFORMANCE MACHINERY; EVOLVING AND MASTERING
THE ART OF CONTROL, POWER AND AGILITY.

04. HONDA ROAD RANGE

SPECIFICATIONS
ENGINE TYPE

The original 1992 Honda CBR900RR Fireblade created a revolution
in open class Supersport motorcycle design. Its combination of
big-hitting power and light, middleweight-size chassis created a
breathtaking, yet very useable, riding experience on open road
or closed circuit. Three factors are key to the essence of the new
CBR1000RR Fireblade: less weight, more power and electronics to
help the rider wherever and however they’re riding.
Ninety percent of the main components have been changed in
a relentless search for incremental weight reduction in every
area. The engine revs harder and higher, with a much higher
compression ratio and revised cam timing, and uses the Throttle
By Wire (TBW) and Accelerator Position Sensor (APS) also
developed for use on the RC213V-S.
The new electronic control system provides constant, selectable
and fine-tuneable rider support. The 9-level Honda Selectable
Torque Control system (HSTC) precisely manages rear wheel
traction via the FI-ECU and Throttle By Wire (TBW). Wheelie
Control works by detecting differences between front and rear
wheel acceleration and adjusting the engine output by altering the
TBW throttle position.
The new Anti-Lock Braking System (ABS) works with a 5-axis
Inertial Measurement Unit (IMU), maintaining excellent stability
even when braking in a turn. Rear Lift Control (RLC) uses
acceleration information from the IMU to control braking force
before excessive rear lift occurs when braking hard.

While the electronic control is very much a new departure for the
Fireblade, the other two factors draw faithfully on the philosophy
of the original 1992 machine: the optimal balance of power and
weight.
Bottom end torque and power are improved, with a significant
increase in top-end power and 5 modes of engine output character
can be selected.
Thanks to the use of magnesium and careful assessment and
lightening of individual parts, the engine also carries 2kg less.
The new titanium exhaust muffler saves weight and aids mass
centralisation. Overall, the Fireblade is a full 15kg lighter than the
outgoing model, with a wet weight of 196kg making the power to
weight ratio the best in Fireblade history.
The twin-spar aluminium frame’s rigidity balance has been
finely adjusted, and the swingarm is stiffer to match. A new rear
subframe is lighter, as are the redesigned wheels, while new Tokico
four-piston front brake callipers use high-performance track-ready
brake pads.
The Fireblade’s bodywork outlines an aggressive, functional
minimalism and the machine is slimmer and much more compact.
All lighting is LED and with two stunning paint options – Victory
Red and Matte Ballistic Black Metallic, this new generation
machine is an impressive addition to the Fireblade dynasty.

BORE AND STROKE
COMPRESSION RATIO
CARBURATION
IGNITION

STARTER
TRANSMISSION
DIMENSIONS
WHEELBASE
RAKE (CASTER ANGLE)
TRAIL
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION

REAR SUSPENSION

FRONT BRAKE
REAR BRAKE
KERB WEIGHT

999cc liquid-cooled 4-stroke
16-valve DOHC inline-4
76mm x 55mm
13:1
PGM-DSFI
Computer controlled digital
transistorised with electronic
advance
Electric
6-speed
2,065mm x 720mm x 1,125mm 		
(L/W/H)
1,405mm
23° 20’
96mm
832mm
130mm
16 litres
120/70 - 17
190/50 - 17
43mm inverted Showa Big Piston
Fork; preload, compression and
rebound adjustment
Unit Pro-Link with Showa Balance
Free Rear Cushion (BFRC);
preload, compression and
rebound damping adjustment
2x 320mm discs; Tokiko
callipers, ABS
1x 220mm disc; Nissin calliper, ABS
196kg

Victory Red
Matte Ballistic Black Metallic
Overseas models shown.
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SUPERSPORTS

CBR1000RR SP FIREBLADE
THE 25TH ANNIVERSARY CBR1000RR SP BUILDS ON THE LEGACY
OF THE ORIGINAL FIREBLADE, WITH A FOCUS ON SIGNIFICANT
WEIGHT REDUCTION, MORE POWER AND CUTTING EDGE
ELECTRONICS TO CREATE THE ULTIMATE SUPERSPORT
MACHINE.
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SPECIFICATIONS
ENGINE TYPE

Over the last 25 years the Fireblade has seen many changes and
has been through many evolutions – each underpinned by the
concept of Total Control. Each generation has built on the legacy
of the original Fireblade, providing a superbly balanced package
that works incredibly well on track and even more importantly, is
both exhilarating and uniquely rewarding to ride out on the open
road. Adding the knowledge gained during the development of the
RC213V-S, the 2017 Fireblade CBR1000RR SP further solidifies
the legacy of the world’s best Supersport motorcycle.
Three factors are key to the essence of the new Fireblade SP; less
weight, more power and electronics to help the rider wherever and
however they’re riding.
The new electronic control system provides constant, selectable
and fine-tuneable rider support. The 9-level Honda Selectable
Torque Control system (HSTC) precisely manages rear wheel
traction via the FI-ECU and Throttle By Wire (TBW). Wheelie
Control works by detecting differences between front and rear
wheel acceleration and adjusting the engine output by altering the
TBW throttle position.
The new Anti-Lock Braking System (ABS) works with a 5-axis
Inertial Measurement Unit (IMU), maintaining excellent stability
even when braking in a turn. Rear Lift Control (RLC) uses
acceleration information from the IMU to control braking force
before excessive rear lift occurs when braking hard.
It also works with the Öhlins Event Based Control System to adjust
both the compression and rebound damping force of the semiactive Öhlins Electronic Control (S-EC) front fork and rear shock.
For the rider this means access to a whole new level of handling
ability, with suspension reaction – whether working through presets or manual input – that delivers exactly the right amount of
control in every situation. It functions as well on the road as it does
on the track.

While the electronic control is very much a new departure for the
Fireblade, the combination of the other two factors draws faithfully
on the philosophy of the original 1992 machine: the optimal
balance of power and weight.
The engine revs harder and higher, with a much higher
compression ratio and revised cam timing, and uses the TBW and
Acceleration Position Sensor (APS) which have been inspired by
the technology developed for the RC213V-S Bottom end torque and
power are improved, with a significant increase in top-end power
and 5 modes of engine output character can be chosen from.
A Quickshifter is fitted as standard, as is Downshift Assist (with
autoblipper) and new redesigned assist slipper clutch.

BORE AND STROKE
COMPRESSION RATIO
CARBURATION
IGNITION

STARTER
TRANSMISSION
DIMENSIONS

Thanks to the use of magnesium and careful assessment and
lightening of individual parts the engine also carries 2kg less.
The new titanium exhaust muffler saves further weight and aids
mass centralisation, as does the titanium petrol tank. Overall the
Fireblade SP is 15kg lighter than the outgoing model, with a wet
weight of 195kg.

WHEELBASE
RAKE (CASTER ANGLE)
TRAIL
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION

The twin-spar aluminium frame’s rigidity balance has been
finely adjusted, and the swingarm is stiffer to match. A new rear
subframe is lighter as are the redesigned wheels, while Brembo
monobloc four-piston front brake callipers use high-performance
track-ready brake pads.

REAR SUSPENSION

The Fireblade SP ’s bodywork outlines an aggressive, functional
minimalism, and the machine is slimmer and much more compact
with a single seat unit fitted as standard. All lighting is LED and the
stunning Tri-Colour paintwork harks back to Honda racing history.
FRONT BRAKE
REAR BRAKE
KERB WEIGHT

999cc liquid-cooled 4-stroke
16-valve DOHC inline-4
76mm x 55mm
13:1
PGM-DSFI
Computer controlled digital
transistorised with electronic
advance
Electric
6-speed
2,065mm x 720mm x 1,125mm 		
(L/W/H)
1,405mm
23° 20’
96mm
834mm
129mm
16 litres
120/70 - 17
190/50 - 17
43mm inverted Öhlins NIX30
Smart-EC (semi-active Electronic
Control) fork; preload,
compression and rebound
adjustment
Unit Pro-Link with Öhlins TTX36
Smart-EC (semi-active Electronic
Control) shock; preload,
compression and rebound
damping adjustment
2x 320mm discs; Brembo
callipers, ABS
1x 220mm disc; Nissin calliper, ABS
195kg

Victory Red (Tri-Colour)

Overseas models shown.
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SUPERSPORTS

CBR1000RR SP2 FIREBLADE
A MODEL FOR THE TRUE ENTHUSIAST AND PRIMARILY BUILT FOR
RACE MODIFICATION; THE CBR1000RR SP2 IS INSTANTLY
RECOGNISED BY ITS EXCLUSIVELY BUILT MARCHESINI WHEELS
AND COMMEMORATIVE 25TH ANNIVERSARY EMBLEM.
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SPECIFICATIONS
ENGINE TYPE

The real differences between the CBR1000RR SP and
CBR1000RR SP2 – and what gives the Fireblade SP2 the ultimate
racing potential – is what lies inside the engine and in turn the
modification options which give full play to an evolved race ready
performance.

The new Anti-Lock Braking System (ABS) works with a 5-axis
Inertial Measurement Unit (IMU), maintaining excellent stability
even when braking in a turn. Rear Lift Control (RLC) uses
acceleration information from the IMU to control braking force
before excessive rear lift occurs when braking hard.

The CBR1000RR SP2 has exclusive gold Marchesini aluminium
forged wheels to reduce front/rear wheel inertia by 18/9%.
Marchesini and Honda achieved a high level of durability and
reliability using a racing design, proven in the most extreme
international motorcycle competitions.

While the 76mm bore is identical to the SP, the Fireblade SP2
cylinder head runs 31.5mm diameter intake valves and 25.5mm
diameter exhaust valves, with 10°/12° included valve intake/
exhaust included valve angles (from 11°/11°). The valve pitches
are identical, maintaining cylinder head width.

Combining the design and production process of Marchesini with
the know-how of Honda allowed dramatic improvement of the
strength and weight balance of the wheels, in comparison with the
general cast units.

It runs the same 13.0:1 compression ratio but uses valve shapes
and combustion chambers optimised for efficiency. Elongated
spark plugs and a water jacket tightly wrapped around the
combustion chambers improve cooling; this technology is derived
directly from Honda’s RC213V MotoGP machine.

The new electronic control system provides constant, selectable
and fine-tuneable rider support. The 9-level Honda Selectable
Torque Control system (HSTC) precisely manages rear wheel
traction via the FI-ECU and Throttle By Wire (TBW). Wheelie
Control works by detecting differences between front and rear
wheel acceleration and adjusting the engine output by altering the
TBW throttle position.

The pistons use an exclusive crown design with heat treatment
that strengthens the area around the piston boss, which itself
employs a 2.5mm shorter (and 8g lighter per cylinder) piston pin.
Ready to house high-lift camshafts the outer diameter of the valve
lifter has grown 2mm to 28mm, while total height and thickness
have been reduced saving weight.

BORE AND STROKE
COMPRESSION RATIO
CARBURATION
IGNITION

STARTER
TRANSMISSION
DIMENSIONS
WHEELBASE
RAKE (CASTER ANGLE)
TRAIL
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT WHEEL
REAR WHEEL
FRONT SUSPENSION

REAR SUSPENSION

FRONT BRAKE
REAR BRAKE
KERB WEIGHT

999cc liquid-cooled 4-stroke
16-valve DOHC inline-4
76mm x 55mm
13:1
PGM-DSFI
Computer controlled digital
transistorised with electronic
advance
Electric
6-speed
2,065mm x 720mm x 1,125mm 		
(L/W/H)
1,405mm
23° 20’
96mm
834mm
129mm
16 litres
17” Marchesini forged aluminium
17” Marchesini forged aluminium
43mm inverted Öhlins NIX30
Smart-EC (semi-active Electronic
Control) fork; preload,
compression and rebound
adjustment
Unit Pro-Link with Öhlins TTX36
Smart-EC (semi-active Electronic
Control) shock; preload,
compression and rebound
damping adjustment
320mm dual hydraulic discs,
Brembo callipers, ABS
220mm hydraulic disc,
Nissin calliper, ABS
194kg

Victory Red (Tri-Colour)

Overseas models shown.
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CBR600RR

SPECIFICATIONS
ENGINE TYPE
BORE AND STROKE
COMPRESSION RATIO
CARBURATION
IGNITION

STARTER
TRANSMISSION
DIMENSIONS

SPORTS

WHEELBASE
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION

THE CBR600RR MELDS A LIGHT AND 
COMPACT CHASSIS WITH IMPECCABLE
POWER DELIVERY TO CREATE A
BALANCED COMBINATION THAT
REMAINS A FAVOURITE
AMONGST SPORT RIDERS.
Supremely compact and potent,
the CBR600RR delivers blistering
power balanced by easy, natural
handling and faultless road
manners. This is made possible
by ultra-light weight, mass
centralisation and a compact
chassis. The engine delivers
immediate, exhilarating torque,
while its fairing is aggressively
aerodynamic, enhances stability
and allows maximum enjoyment
of the machine’s performance.
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REAR SUSPENSION

Smooth, strong braking power
is provided by radially-mounted
four-piston calliper front disc
brakes.

automatically adjusting to speed,
aiding stability at high speeds and
enabling light, easy low-speed
handling.

Compact, lightweight and masscentralised 600cc liquid-cooled
inline-4 engine is tuned for strong
midrange performance and
maximum drive out of corners.
A revolutionary Honda Electronic
Steering Damper (HESD)
contributes to a safer ride by

The CBR600RR is an incredibly
versatile and agile Super Sports
machine. It is capable of the
fastest, most intense track
riding, while also delivering a
controllable and naturally easy
road-riding experience.

FRONT BRAKE

REAR BRAKE

KERB WEIGHT

599cc liquid-cooled 4-stroke
16-valve DOHC inline-4
67mm x 42.5mm
12.2:1
PGM-DSFI
Computer controlled digital
transistorised with electronic
advance
Electric
6-speed
2,030mm x 685mm x 1,115mm
(L/W/H)
1,375mm
820mm
135mm
18 litres
120/70 - 17
180/55 - 17
41mm inverted Big Piston Fork
with spring preload, rebound
and compression damping
adjustability; 110mm travel
Unit Pro-Link HMAS single shock
with spring preload, rebound
and compression damping
adjustability; 129mm travel
310mm x 4.5mm dual discs
with radial-mount four-piston
hydraulic callipers and
sintered metal pads
220mm x 5mm disc with a
single piston hydraulic calliper
and sintered metal pads
186kg

Grand Prix Red

Overseas models shown.

CBR650F

SPECIFICATIONS
ENGINE TYPE
BORE AND STROKE
COMPRESSION RATIO
CARBURATION
STARTER
TRANSMISSION
DRIVE
DIMENSIONS
WHEELBASE
RAKE (CASTER ANGLE)
TRAIL
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION

SPORTS
FROM THE WHEELS UP; HONDA’S SPORTY
CBR650F WITH ITS FOUR-CYLINDER
ENGINE, SLEEK LINES AND WELL
BALANCED HIGH-QUALITY 
CHASSIS, OFFERS ALL-ROUND
EXCITEMENT.

REAR SUSPENSION
FRONT BRAKE

With effective but minimal fairing,
the sports-oriented CBR650F is
designed to conquer corners with
ease while also being the ideal
partner on busy urban streets.
Built on the same platform as its
naked counterpart the CB650F, the
CBR650F’s slim feel and high-set
handlebars give excellent control
and confidence while its sharp lines
and racing livery are reminiscent of
Honda’s CBR legacy.

forward in the chassis for optimal
weight distribution, it is the true
heart of the CBR650F.
PGM fuel injection is fed through
a down-flow airbox and operates
with information from four separate
throttle body sensors on 32mm
throttle bores for crisp and accurate
throttle response.

A high-quality steel diamond
frame has been specifically tuned
to deliver the desired handling
A DOHC, 649cc four-cylinder engine characteristics and appropriate
has been developed to deliver high level of rider feedback. The
torque through the low-to-mid rpm swingarm pivot plate is forged then
range and strong acceleration from welded together, while the gravity
die-cast aluminium swingarm
a standing start. Positioned to sit

features a curved shape that arcs
over the muffler. Adjustable 7-stage
spring preload monoshock operates
directly on the swingarm.

REAR BRAKE

The shock and 41mm telescopic
fork have been developed to
work directly with the frame’s
performance parameters to provide
supple, neutral control in all
conditions and a firmer spring rate
is designed to match the sportsoriented focus.
For reliable stopping power in all
conditions the twin 320mm wavy
front and a single 240mm rear
discs are complemented by
standard fit ABS.

KERB WEIGHT

649cc liquid-cooled 4-stroke  	
16-valve DOHC inline-4
67mm x 46mm
11.4:1
PGM-FI
Electric
6-speed
O-ring sealed chain
2,110mm x 755mm x 1,145mm
(L/W/H)
1,450mm
25° 30’
101mm
810mm
130mm
17.3 litres
120/70 - ZR17M/C (58W)
180/55 - ZR17M/C (73W)
41mm conventional telescopic fork
108mm travel
Monoshock damper with
adjustable preload, 128mm travel
320mm Dual hydraulic disc with
dual-piston callipers and sintered
metal pads, ABS
240mm hydraulic disc with
single-piston calliper and resin
mould pads, ABS
211kg

Matt Gunpowder Black Metallic
Grand Prix Red
Overseas models shown.
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SPORTS

CBR500R
THE CBR500R BOLDLY REDEFINES THE MIDDLEWEIGHT CLASS.
INFUSING A LEVEL OF EXCITEMENT FOR SPORT RIDERS IN SEARCH
OF SUPERIOR VALUE ALONG WITH GREAT FUN, THE CBR500R
IS IDEAL FOR BEGINNERS TO EXPERIENCED RIDERS.
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SPECIFICATIONS

The CBR500R’s performance will give anyone looking for their
first sports bike an exhilarating ride on a twisty, winding road
or even race track. A motorcycle designed to be ridden, the
CBR500R will work equally well in urban environments and will
be thoroughly enjoyed, by people of all shapes and sizes.
This LAMS approved sports machine delivers plenty of
performance to all sport riders, including riders moving up
from the sporting, entry-level Honda CBR300R, as well as more
experienced riders who will appreciate the CBR500R’s light and
nimble handling.
The CBR500R’s engine is a next generation power unit, looking
to the future in both performance and environmental terms. The
DOHC, 8-valve liquid-cooled parallel twin layout was chosen
because of its light weight, all-round ability and flexible usability.
Featuring a full fairing spawned from Honda’s much-acclaimed

ENGINE TYPE
BORE AND STROKE
COMPRESSION RATIO
CARBURATION
IGNITION

CBR600RR and CBR1000RR sportbikes, this aerodynamic
bodywork also provides significant advantages in air
management for added rider comfort, along with a low drag
coefficient and effective engine cooling.
Honda’s CBR500R comes with LED lights and Anti-Lock Braking
System (ABS) as standard, for enhanced braking characteristics
in less than ideal conditions.
A sophisticated chassis with Pro-Link singleshock rear
suspension, stout 41mm fork, sporting 17-inch wheels and a
320mm wave-style front disc brake and 240mm rear disc help
round out a package that looks as good as it rolls.

STARTER
TRANSMISSION
DIMENSIONS
WHEELBASE
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION
REAR SUSPENSION

FRONT BRAKE
REAR BRAKE
KERB WEIGHT

471cc liquid-cooled parallel twin
67mm x 66.8mm
10.7:1
PGM-FI
Computer-controlled digital
transistorised with electronic
advance
Electric
6-speed
2,080mm x 750mm x 1,145mm 	
(L/W/H)
1,410mm
785mm
140mm
16.7 litres
120/70ZR - 17M/C
160/60ZR - 17M/C
Conventional Telescopic, 41mm
adjustable preload, 108mm travel
Pro-Link mono with 9 stage
Preload adjuster, steel square
pipe swingarm, 119mm travel
Single Wavy Disc, 320mm, ABS
Single Wavy Disc, 240mm, ABS
194kg

Grand Prix Red
Graphite Black
Pearl Metalloid White /
Grand Prix Red (Two-tone)
Overseas models shown.
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SPORTS

CBR300R
WITH STRONG VISUAL ECHOES OF ITS LARGER CAPACITY SIBLINGS,
THE CBR300R IS THE PERFECT ENTRY INTO HONDA’S
SUPERSPORT CBR RANGE.

14. HONDA ROAD RANGE
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SPECIFICATIONS

The CBR300R offers the utmost flexibility thanks to its compact
proportions and single cylinder engine which offers fuel
efficiency, strong torque and reduced service costs.
The six speed gearbox’s final drive ratio allows for more efficient
highway speed cruising and the PGM fuel injected engine gives
a crisp throttle response across the rev range.
The CBR300R is the ideal exciting sports machine for riders of
all ability levels, its steel diamond twin-spar frame provides the
backbone of the CBR300R’s chassis and features a balance that
is carefully tuned for both a sporty feel in corners and stability
at speed.

Telescopic forks and Pro-Link rear monoshock provide welldamped, reactive suspension that transmits plenty of feel to
the rider. For powerful yet controllable braking performance the
lightweight Anti-Lock Braking System (ABS) comes standard.
Taking its styling cues directly from the championship-winning
CBR1000RR, the CBR300R presents an angular silhouette thanks
to the aggressive full fairing.
A colour-matched undercowl, dual headlights and steeply raked
rear seat unit add to the sleek lines while a low seat enhances
the riding position to improve ground reach.

ENGINE TYPE
BORE AND STROKE
COMPRESSION RATIO
CARBURATION
IGNITION

STARTER
TRANSMISSION
DIMENSIONS
WHEELBASE
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION
REAR SUSPENSION
FRONT BRAKE

REAR BRAKE

KERB WEIGHT

286cc liquid-cooled 4-stroke
76mm x 63mm
10.7:1
PGM-FI
Computer-controlled digital
transistorised with electronic
advance
Electric
6-speed
2,035mm x 720mm x 1,120mm
(L/W/H)
1,380mm
785mm
145mm
13 litres
110/70 - 17
140/70 - 17
37mm telescopic fork,
118mm travel
Monoshock damper, Pro-Link
swingarm, 104mm travel
296mm single hydraulic disc
with 2-piston calliper and
sintered metal pads, ABS
220mm single hydraulic disc
with single-piston calliper and
resin mold pads, ABS
163kg

Millennium Red
Black
Lemon Ice Yellow /
Matte Gunpowder Black Metallic

Overseas models shown.
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2018 GL800
GOLDWING

SPECIFICATIONS
ENGINE TYPE

1833cc Liquid-cooled
4-stroke six-cylinder

BORE AND STROKE

73mm x 73mm

COMPRESSION RATIO

10.5:1

CARBURATION

PGM-FI

STARTER

Electric

TRANSMISSION

7-speed DCT

DRIVE

Shaft

DIMENSIONS

2,475mm x 905mm x 1,455mm
(L/W/H)

TOURING

THE NEW GOLDWING IS LIGHTER, MORE
POWERFUL AND MORE ENGAGING. IT’S
A BETTER MOTORCYCLE IN EVERY WAY,
PROMISING SOPHISTICATION, LUXURY
AND THE LATEST TECHNOLOGIES TO
OFFER A FULFILLING, SUPERB RIDING
EXPERIENCE TO RIDERS AND PASSENGERS.
Welcome to the next-generation
of premium touring. Re-built from
the wheels up, the new Goldwing is
lighter and offers a smoother, more
powerful riding experience thanks to
a re-designed horizontally opposed
six-cylinder 1833cc engine that is
substantially more compact.
A big change for the Goldwing is the
newly developed, Honda-engineered
double wishbone front suspension
system where the cushion functions
for absorbing shock and the fork
holder responsible for steering are
separated from each other. Rear
suspension is a manually adjustable
preload system, coupled with
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Honda’s Pro-Link system to ensure a
comfortable ride.
A new third-generation 7-speed
Dual-Clutch Transmission (DCT)
has been developed and utilises
a reverse chain to assist with the
reverse function, (walking mode)
adding to the new Goldwing’s overall
compactness and lightweight feel.
For the first time in a large
motorcycle, Honda has adopted an
Integrated Starter Generator (ISG)
system, which integrates the starter
motor and generator functions into
one compact unit for further weight
reduction and mass centralisation.

Fully capitalising on the model’s
much improved performance, riders
can now enjoy 4 riding modes.
(Touring, Sport, Economical and
Rain.) Each mode varies the bike’s
power delivery engine output
characteristics (TBW), gearshift
schedule (DCT) and braking
characteristics (ABS). The Goldwing
also offers Hill Start Assist, a Tyre
Pressure Monitor system and ABS
as standard.
Another first for the new Goldwing
is the addition of Throttle-ByWire (TBW), which works with
the selectable Riding Modes
and substantially contributes to

improvements in the operating feel
of the 7-speed DCT and Cruise
Control systems.

WHEELBASE

1,695mm

SEAT HEIGHT

745mm

GROUND CLEARANCE

130mm

FUEL CAPACITY

21 litres

FRONT TYRE

130/70 - R18

REAR TYRE

180/60 - R16

FRONT SUSPENSION

Double wishbone, 110mm travel

REAR SUSPENSION

Pro-Link Pro-Arm, 105mm travel

FRONT BRAKE

2 x 320mm discs, ABS

REAR BRAKE

1 x 316mm disc, ABS

KERB WEIGHT

364kg

ACCESSORIES

Chat to your local Honda Dealer

As well as offering the latest
technologies including Honda’s
Smart Key System, the new
Goldwing now has Apple Car-Play
that connects the motorcycle to
the user’s iPhone. Added touring
comforts include; heated grips, an
electric windscreen, saddle bags and
full LED lighting.

Matte Majestic Silver Metallic

Overseas models shown.

2018 GOLDWING
tour

SPECIFICATIONS
ENGINE TYPE

1833cc Liquid-cooled
4-stroke six-cylinder

BORE AND STROKE

73mm x 73mm

COMPRESSION RATIO

10.5:1

CARBURATION

PGM-FI

STARTER

Electric

TRANSMISSION

6-speed DCT

DRIVE

Shaft

DIMENSIONS

2,475mm x 925mm x 1,555mm
(L/W/H)

TOURING
THE GOLDWING TOUR IS THE MANUAL
VARIANT OF THE NEW GOLDWING
SERIES, THE NEXT GENERATION OF
PREMIUM TOURING AND A TRUE
PERFORMANCE TOURER READY
TO GO BEYOND ANYTHING THAT
HAS COME BEFORE.
Superior quality and attention to detail
are what make the new Goldwing
series the best touring experience you
could ask for. The Goldwing Tour’s
new-generation unique liquid-cooled,
longitudinal, 4-stroke, horizontally
opposed 6-cylinder (F6) 1833cc
engine utilises Unicam technology
with a compact 4-valve cylinder head
resulting in an ultimately lightweight
package.
The Goldwing Tour offers a 6-speed
manual transmission plus Assist and
Slipper Clutch System. The slipper
mechanism has substantially reduced
the shift shock when downshifting.
For the first time in a large motorcycle,
Honda has adopted an Integrated

Starter Generator (ISG) system, which
integrates the starter motor and
generator functions into one compact
unit for further weight reduction and
mass centralisation.
A significant change to the nextgeneration Goldwing series is the
newly developed, Honda-engineered
double wishbone front suspension
system, where the cushion functions
for absorbing shock and the fork holder
responsible for steering are separated
from each other.
Front and rear suspension are
electronically adjustable for the
Goldwing Tour models, with four types
of preload settings for the rear, which

can be adjusted according to whether
a passenger is on-board or whether
there is luggage in the top box.

can be turned ON or OFF in line with
the riding character in individual
situations.

The newly designed engine also allows
for new features like Throttle-By-Wire
(TBW) and Honda Selectable Torque
Control (HSTC), both a first for the
Goldwing.

The Goldwing Tour also has Hill Start
Assist and Cruise Control which is
ideal for long-range highway cruising.

Fully capitalising on the model’s
much improved performance, riders
can now enjoy 4 riding modes.
(Touring, Sport, Economical and
Rain). Each mode varies the bike’s
power delivery - engine output
characteristics or TBW, torque control,
damping characteristics and braking
characteristics/ABS.) Torque control

The Goldwing Tour adapts comfort
truly worthy of a next-generation
tourer with an electric windscreen, an
all-new seating configuration and a
revised rear luggage box, which can
accommodate two full-face helmets,
with a 110-litre capacity. It also offers
Apple Car Play, the Honda Smart Key,
heated seats, heated grips, a rear
speaker, saddlebags and optional
arm rests.
Overseas models shown.

WHEELBASE

1,695mm

SEAT HEIGHT

745mm

GROUND CLEARANCE

130mm

FUEL CAPACITY

21 litres

FRONT TYRE

130/70 - R18

REAR TYRE

180/60 - R16

FRONT SUSPENSION

Double wishbone, 110mm travel

REAR SUSPENSION

Pro-Link Pro-Arm, 105mm travel

FRONT BRAKE

2 x 320mm discs, ABS

REAR BRAKE

1 x 316mm disc, ABS

KERB WEIGHT

379kg

ACCESSORIES

Chat to your local Honda Dealer

Pearl Hawkseye Blue
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touring

2018 GOLDWING
tour PREMIUM
43 YEARS OF DEVELOPMENT HAVE LED TO THE NEW-GENERATION
GOLDWING SERIES. THE CORNERSTONE OF HONDA’S TOURING LINE
UP IS THE GOLDWING ‘TOUR PREMIUM,’ THE ULTIMATE IN TOURING
LUXURY REFINED INSIDE AND OUT. DESIGNED TO PUSH THE LIMITS
OF WHAT A TOURING BIKE CAN BE AND EXPAND THE ADVENTURE
BEYOND ANYTHING IMAGINED.

18. HONDA ROAD RANGE

SPECIFICATIONS
ENGINE TYPE

1833cc Liquid-cooled
4-stroke six-cylinder

The Goldwing Tour ‘Premium’ offers just that, those added ‘premium’
features to further enhance the touring experience. Just like the new
Goldwing and Goldwing Tour, the Tour Premium features a newgeneration unique liquid-cooled, longitudinal, 4-stroke, horizontally
opposed 6-cylinder (F6) 1833cc engine that is substantially lighter
and more compact, making for an ultimately smooth ride.
A significant change to the next-generation Goldwing series is
the newly developed, Honda-engineered double wishbone front
suspension system, where the cushion functions for absorbing
shock and the fork holder responsible for steering are separated
from each other.
Front and rear suspension are electronically adjustable for the
Goldwing Tour models with four types of preload settings for the
rear, which can be adjusted according to whether a passenger is
on-board or whether there is luggage in the top box.
A new third-generation 7-speed Dual-Clutch Transmission (DCT)
has been developed and utilises a reverse chain to assist with
the reverse function (walking mode), adding to the Goldwing Tour
Premium’s overall compactness and lightweight feel.
For the first time in a large motorcycle, Honda has adopted an
Integrated Starter Generator (ISG) system, which integrates the
starter motor and generator functions into one compact unit for
further weight reduction and mass centralisation.
The Goldwing Tour Premium offers a Throttle-By-Wire system
(TBW) which works with the selectable Riding Modes and
substantially contributes to improvements in the operating feel of
the 7-speed DCT and Cruise Control systems.

BORE AND STROKE

73mm x 73mm

Fully capitalising on the model’s much improved performance,
riders can now enjoy 4 riding modes. (Touring, Sport, Economical
and Rain.) Each mode varies the bike’s power delivery (engine
output characteristics (TBW), gearshift schedule (DCT), torque
control, damping characteristics and braking characteristics).
Torque control can be turned ON or OFF in line with the riding
character in individual situations.

COMPRESSION RATIO

10.5:1

CARBURATION

PGM-FI

STARTER

Electric

TRANSMISSION

7-speed DCT

DRIVE

Shaft

The chosen riding mode for the Goldwing Tour models also
automatically provides the damping characteristics optimised for
each riding situation, for the front and rear suspension systems.
An electric preload system allows for a more intuitive selection of
the preload type.

DIMENSIONS

2,475mm x 925mm x 1,555mm

Honda has also adopted an Idling Stop system for the new Goldwing
Tour Premium for added fuel efficiency as well as offering Hill Start
Assist, a Tyre Pressure Monitor system and electronic ABS as standard.
As well as offering the latest technologies like the Honda Smart Key
and new features for the audio systems, the new Goldwing offers
Apple Car-Play that connects the motorcycle to the user’s iPhone
to show maps, contacts, and music, all accessed through the
motorcycle’s display.
Those added touring comforts that the Goldwing Tour Premium
boasts include; an electric windscreen, heated seats and grips,
LED headlights and taillights, rear speaker, an all-new seating
configuration, saddlebags and a rear luggage top box with a
110-liter capacity. The lid can be opened and closed with the Smart
Key. The Goldwing Tour Premium exclusively features an airbag,
armrests and unique coachwork.

(L/W/H)
WHEELBASE

1,695mm

SEAT HEIGHT

745mm

GROUND CLEARANCE

130mm

FUEL CAPACITY

21 litres

FRONT TYRE

130/70 - R18

REAR TYRE

180/60 - R16

FRONT SUSPENSION

Double wishbone, 110mm travel

REAR SUSPENSION

Pro-Link Pro-Arm, 105mm travel

FRONT BRAKE

2 x 320mm discs, ABS

REAR BRAKE

1 x 316mm disc, ABS

KERB WEIGHT

383kg

ACCESSORIES

Chat to your local Honda Dealer

Candy Ardent Red/Darkness
Black Metallic
Darkness Black Metallic

Overseas models shown.
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Cruiser

CMX
A FRESH TAKE ON CUSTOM COOL, THE CMX MIXES
OLD AND NEW-SCHOOL STYLE WITH AN OUTLOOK GEARED
TOWARD FIRING THE IMAGINATION OF A YOUNGER
GENERATION OF RIDERS.

20. HONDA ROAD RANGE

SPECIFICATIONS
ENGINE TYPE

The CMX is a progressive new custom bobber that fuses tradition
with ground breaking new ideas while offering ample scope for
owner customisation.
Blacked-out mechanical components play up a tough, simple
and raw look but don’t let the minimalistic design fool you; it is a
Honda after all and every tiny detail matters.
Powered by a 471cc, eight-valve, liquid-cooled parallel twin with
strong bottom-end torque and a smooth, linear power delivery.
The specially designed muffler looks good and emits a pulsating
exhaust note.

The evocative round headlight sits up high in a die-cast aluminium
mount, the speedometer is a compact dial with negative LCD
display and blue backlight. The ignition is housed below the left
side of the fuel tank and everything that can be is blacked out.
The CMX riding position is relaxed and neutral, with arms gently
outstretched and feet dropping straight down to the mid-mounted
pegs. Good ground clearance allows surprisingly sporty lean
angles.
The CMX is LAMS approved and comes with ABS as standard.

The low, lean silhouette is crowned by an iconic fuel tank,
aggressively raked front end and fat 16 inch tyres on largediameter wheels. The stamped-steel rear fender and narrow
frame body result in a stripped form expressing offbeat
individuality from every angle.

BORE AND STROKE
COMPRESSION RATIO
STARTER
CARBURATION
TRANSMISSION
DRIVE/TRAIN
DIMENSIONS
WHEEL BASE
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
KERB WEIGHT
FRONT TYRE
REAR TYRE
FRONT SUSPENSION
REAR SUSPENSION
FRONT BRAKES
REAR BRAKES

471cc liquid-cooled parallel-twin
four-stroke
67.0mm x 66.8mm
10.7:1
Electric
PGM-FI
6-speed
Chain
2,190mm x 820mm x 1,093mm
(L/W/H)
1,490mm
690mm
135mm
11.2 litres
190kg
130/90 - 16
150/80 - 16
41mm telescopic fork,
121mm travel
Twin shock, 95mm travel
Single 296mm disc with
hydraulic callipers and ABS
Single 240mm disc with
hydraulic callipers and ABS

Graphite Black
Matte Armored Silver Metallic
Millennium Red
Overseas models shown.
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MJPB logo

CRF1000L AFRICA TWIN

SPECIFICATIONS
ENGINE TYPE
BORE AND STROKE
COMPRESSION RATIO
CARBURATION
STARTER
TRANSMISSION
DRIVE
DIMENSIONS
WHEELBASE
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE

ADVENTURE TOURING
THE CRF1000L AFRICA TWIN MANUAL
WITH ABS IS THOROUGHLY EQUIPPED
FOR ADVENTURE, WITH A POTENT
ENGINE AND DYNAMIC CHASSIS
READY TO TAKE ON AUSTRALIA
ON OR OFF-ROAD.

REAR TYRE
FRONT SUSPENSION

REAR SUSPENSION
The secret to the CRF1000L Africa
Twin’s wide-ranging abilities starts
with its engine, a powerplant of
premium performance in off-road
situations as well as on-road, over
long-range tours, short commutes
and all points in between. It provides
an optimum balance between
power, torque, mass and physical
dimension.
For 2018, the CRF1000L Africa
Twin’s 998cc SOHC 8-valve
parallel-twin engine receives a new
Throttle By Wire (TBW) system with
7 levels plus four riding modes and
expanded Honda Selectable Torque
Control (HSTC). The introduction of

22. HONDA ROAD RANGE

TBW gives the rider more choice and to significantly boost mid-range
control to manage engine output, feel response and sound.
and rear wheel traction to suit the
The lightweight six speed manual
riding condition.
gearbox uses the same shift-cam
design as found on the CRF450R
Of the four riding modes, three are
to ensure positive changes and is
pre-set: TOUR, URBAN, GRAVEL
equipped with an aluminium Assist
and the fourth: USER – allows
Slipper Clutch.
the rider to set and save their
preferred combination of Power,
The addition of a lithium-ion battery
Engine Braking and HSTC levels. It
contributes to a 2.3kg overall weight
is possible to switch off the HSTC
saving and offers greater longevity,
and there are 3 levels of Power and
both in terms of life and the ability to
Engine Braking available.
hold onto a charge when left unused.
A quickshifter is available as an
The airbox now features a 20mm
optional extra.
longer funnel length, matched
with redesigned exhaust internals

The Africa Twin has fully adjustable
45mm Showa inverted forks and fully
adjustable rear shock. It is also fitted
with dual radial-mount Nissin fourpiston brake callipers.
Styled with minimum bodywork in
a tough, lightweight form that offers
both wind protection for the rider and
a slim, agile feel. Dual LED headlights
maintain the original Africa Twin’s
presence, while the negative LCD
meter closely follows the layout of
the Dakar race machine. Seat height
adjusts 20mm from the standard
870mm down to 850mm and fuel
tank capacity is 18.8-litres.

Overseas models shown.

FRONT BRAKE
REAR BRAKE
KERB WEIGHT

Liquid-cooled 4-stroke 8-valve
parallel twin
92mm x 75.1mm
10.0:1
PGM-FI
Electric
6-speed
Chain
2,330mm x 930mm x 1,475mm
(L/W/H)
1,575mm
870mm / 850mm
250mm
18.8 litres
90/90-21, stainless steel
spokes with aluminium rim
150/70-18, stainless steel
spokes with aluminium rim
Showa 45mm cartridge-type
inverted telescopic fork with
hydraulic preload adjuster and DF
adjustment, 204mm travel
Monoblock cast aluminium swing
arm with Pro-Link with gascharged damper, hydraulic preload
adjuster and rebound damping
adjustment, 220 mm travel
310mm dual; ABS
256mm disc; ABS
230kg

Matte Ballistic Black Metallic
Pearl Glare White (Tricolor)
Grand Prix Red

CRF1000L AFRICA TWIN
ADVENTURE SPORTS

SPECIFICATIONS
ENGINE TYPE

MJPB logo

BORE AND STROKE
COMPRESSION RATIO
CARBURATION
STARTER
TRANSMISSION
CLUTCH

DRIVE
DIMENSIONS

ADVENTURE TOURING
THE AFRICA TWIN ADVENTURE
SPORTS OFFERS LONG-DISTANCE
RIDERS AN ULTIMATELY ELEVATED
ADVENTURE TOURING
EXPERIENCE.

WHEELBASE
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION

The new Africa Twin ‘Adventure
Sports’ marks the 30th anniversary of
one of motorcycling’s most celebrated
names. Bearing the same tri-colour
paint scheme as the 1988 original,
the new model is built to go even
further on both on-road and off-road
adventures.
The Africa Twin ‘Adventure Sports’
comprehensive adventure abilities
start with its engine. The four-valve
998cc parallel twin Uni cam engine
is extremely compact ensuring top
performance in off-road situations
as well as on-road, over long-range
tours, short commutes and all points
in between.
For 2018, the Africa Twin ‘Adventure
Sports’ variants also share the

extensive updates given to the Africa
Twin, like a revised intake system for
stronger mid-range response and a
revised exhaust contributes to the
improved performance.
The entire Africa Twin platform is
updated by way of a Throttle By
Wire (TBW) system with 7 levels,
this opens the door to four individual
riding modes and an expanded Honda
Selectable Torque Control (HSTC)
system. There are three pre-set riding
modes available: TOUR, URBAN,
GRAVEL and a fourth: USER – allows
the rider to set and save preferred
combination of Power, Engine Braking
and HSTC levels. It is possible to
switch off the HSTC and there are also
3 levels of Power and Engine Braking
available.

The Africa Twin ‘Adventure Sports’
is available in either a DCT or
Manual variant. Honda’s advanced
automatic Dual Clutch Transmission
(DCT) delivers consistent, rapid,
seamless gear changes and very
quickly becomes second nature
to use. Alternatively, the Manual
variant offers a lightweight six-speed
manual gearbox and is equipped
with an aluminium Assist Slipper
Clutch.
The semi-double cradle steel frame
provides the ideal balance of highspeed stability matched to genuine
off-road ability by combining sheer
strength with flexibility. The new
lithium-ion battery saves 2.3kg on the
2017 Africa Twin’s lead unit.

The Africa Twin ‘Adventure Sports’ has
fully adjustable 45mm Showa inverted
forks; fully adjustable rear shock, dual
radial-mount Nissin four-piston brake
callipers. Spokes are stainless steel.
It has a 5.4 litre larger fuel tank than
the CRF1000L Africa Twin, plus longer
travel suspension, higher riding
position and ground clearance, heated
grips, extra-large skid plate and
extended fairing with protective cowl
bar, which come standard.
Dual LED headlights maintain the
original Africa Twin’s presence and
the seat height adjusts 20mm from the
900mm to 920mm. Heated grips and
an AC charging socket add comfort
and convenience.
Overseas models shown.

REAR SUSPENSION

FRONT BRAKE
REAR BRAKE
KERB WEIGHT

998cc liquid-cooled 4-stroke
8-valve parallel twin
92mm x 75.1mm
10.0:1
PGM-FI
Electric
MT: 6-speed / DCT: 6-speed DCT 		
with on and off-road riding modes
MT: Wet, multiplate with coil springs,
Aluminium Cam Assist and Slipper 		
clutch / DCT: 2 Wet multiple clutches
Chain
2,340 x 930 x 1,570mm
(L/W/H)
1,580mm
900/920mm
270mm
24.2 litres
90/90-21, stainless
steel spokes with aluminium rim
150/70-18, stainless
steel spokes with aluminium rim
Showa 45mm cartridge-type
inverted telescopic fork with
hydraulic preload and damping
(compression & rebound) adjuster,
252mm stroke, 224mm
Monoblock cast aluminium swing
arm with Pro-Link with gas-charged 		
damper, hydraulic reload adjuster
and rebound damping adjustment,
240 mm travel
310mm dual disc; ABS
256mm dual disc; ABS
MT: 243kg / DCT: 253kg
30th-Anniversary Tricolor
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VFR1200X

SPECIFICATIONS
ENGINE TYPE
BORE AND STROKE
COMPRESSION RATIO
CARBURATION
STARTER
TRANSMISSION
DRIVE
DIMENSIONS
WHEELBASE
RAKE (CASTER ANGLE)
TRAIL
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION

ADVENTURE TOURING
APTLY KNOWN AS THE CROSSTOURER,
THE VFR1200X OFFERS FLEXIBILITY
LIKE NO OTHER MOTORCYCLE
WITH ITS SOULFUL V4 ENGINE,
UNIQUE IN ITS CLASS.

REAR SUSPENSION
Delivering the fun and excitement of
a sports tourer with the comfort of an
adventure machine, the VFR1200X
is a motorcycle fit for all purposes.
Continuing Honda’s proud heritage
with V4 technology, the 1,237cc
engine offers a uniquely smooth,
flexible delivery of impressive power
and torque.
The throttle-by-wire system gives
precise control of this power and an
engaging, robust sound - due partly
to carefully-sized chambers in the
exhaust - the Crosstourer’s engine is
integral to its appeal.

wheel speed; when it senses a
certain difference in speed between
front and rear wheels, engine
torque is momentarily reduced by
a combination of ignition cut and
modulation of the throttle butterflies
through the throttle-by-wire system.
The diamond aluminium twin-spar
frame is a hollow unit that employs
quartered construction and this
enables very precise control over the
all-important weight/rigidity balance
of each part of the frame.

Designed to excel on hugely varied
road surfaces, the front and rear
The Honda Selectable Torque Control suspension offer generous amounts
constantly monitors front and rear
of controlled, bump-absorbing travel.

24. HONDA ROAD RANGE

The VFR1200X comes standard with
heated grips, power socket and a
5-level adjustable windscreen.
The 43mm inverted fork offers
reassuring control with precise
steering and stability, even during
hard cornering and heavy braking.

FRONT BRAKE

The relaxed riding ergonomics
are complemented by its
seat shape which offers
practical ground reach.

REAR BRAKE
KERB WEIGHT

Pro-Link rear suspension combines
excellent traction with refined ride
quality. Both the fork and gas-charged
shock are adjustable for rebound
damping and spring preload,
allowing riders to alter
characteristics to suit their riding
style and intended usage.

1237cc liquid-cooled 4-stroke
Unicam 16-valve 76° V4
81mm x 60mm
12:1
PGM-FI
Electric
6-speed
Shaft
2,285mm x 915mm x 1,460mm
(L/W/H)
1,595mm
28°
107mm
850mm
180mm
21.5 litres
110/80 - 19
150/70 - 17
43mm inverted telescopic forks
with hydraulic damping,
preload and rebound damping
adjustment, 145mm travel
Pro-link with gas charged shock,
stepless, 146mm travel
Dual 310mm disc,
Combined ABS
Single 276mm disc,
Combined ABS
280kg

Candy Prominence Red /
Graphite Black (two-tone)
Overseas models shown.

NC750X

SPECIFICATIONS
ENGINE TYPE
BORE AND STROKE
COMPRESSION RATIO
CARBURATION
STARTER
TRANSMISSION
DIMENSIONS
WHEELBASE
RAKE (CASTER ANGLE)
TRAIL
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION
REAR SUSPENSION

ADVENTURE TOURING
THE NC750X IS A TRULY USEFUL
MOTORCYCLE BOTH FOR
DAY-TO-DAY LIVING AND WEEKEND
TOURING – A PRACTICAL
EVERYDAY ALL-ROUNDER.

FRONT BRAKE

REAR BRAKE
The NC750X has an adventureoriented edge with comfort for rider
and pillion, featuring distinctive
adventure styling, plus LCD
instruments with personalised
colour options.
Offering a 22-litre utility
compartment big enough to hold
most full-face helmets and then
some. Safe, secure and convenient,
you’ll use it every time you ride.
The design of the NC750X’s liquidcooled, SOHC 8-valve parallel twincylinder engine ensures punchy
performance in the low-to-mid
range.
Its relatively long-stroke architecture
and specially shaped combustion
chambers combine with the highinertial mass crankshaft to produce

large amounts of effortless torque
from very low rpm.
PGM-FI always injects the exact
fuel/air ratio required for a complete
and clean burn at all rpm in any
riding situation. Electronic Fuel
Injection means easy start-ups on
cold mornings and flawless running
even at high elevations.
A lightweight pentagon-shaped
muffler uses two chambers joined
by a hole-punched link pipe,
which works with a final resonator
chamber to create a deeper, more
distinctive sound and exhaust pulse.
The NC750X’s rugged steel diamond
frame delivers the high levels of
rigidity required for agile, responsive
handling in a variety of conditions.
It’s also ideal where space is at a
premium, since it takes up very

little volume but offers superb riding
dynamics. The riding position is
upright and neutral, with a higher
viewpoint for enhanced hazard
perception. Another advantage of
this adventure-style riding position is
great low-speed control - combined
with the low centre of gravity and
generous steering lock the result is
exceptional low-speed handling and
balance.

KERB WEIGHT

41mm telescopic forks with 137mm
travel the NC750X strikes a perfect
balance between a long-distance
and a short-hop street machine.
This gives it a wide range of
capability, good handling and
helps inspire confidence.
ABS comes as
standard.

745cc Liquid-Cooled, parallel twin
77mm x 80mm
10.7:1
PGM-FI
Electric
6-speed
2,230mm x 845mm x 1,350mm
(L/W/H)
1,535mm
27°
110mm
830mm
165mm
14.1 litres
120/70 - 17
160/60 - 17
41mm telescopic, 137mm travel
Monoshock damper, Pro-Link
swingarm, 150mm travel
320mm single wavy hydraulic
disc with 2-piston calliper and
sintered metal pads, ABS
240mm single wavy hydraulic
disc with single-piston calliper
and resin mold pads, ABS
219kg

Sword Silver Metallic
Candy Prominence Red
Overseas models shown.
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ADVENTURE TOURING

CB500X
HONDA’S ADVENTURE STYLE CB500X WILL BE BEGGING YOU TO TAKE
IT OUT IN SEARCH OF NEW ROADS AND UNDISCOVERED PLACES.
ITS COMPACT PROPORTIONS, PUNCHY PERFORMANCE AND
LOADS OF FEATURES MAKE THE CB500X THE PERFECT ENTRY
INTO THE WORLD OF ADVENTURE TOURING.
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SPECIFICATIONS

If you could use a little more adventure in your life - and who
couldn’t? - the CB500X can deliver on that idea at a
surprisingly affordable price.
That’s the beauty of owning an adventure-style bike like the
CB500X; it’s LAMS approved and equipped with ABS as standard,
a compact windscreen can be adjusted to varying heights and a
digital speedometer, digital bar graph tachometer and digital fuel
level gauge.

The CB500X also has adjustable spring pre-load front suspension
and LED headlights.

ENGINE TYPE
BORE AND STROKE
COMPRESSION RATIO
CARBURATION
STARTER
TRANSMISSION
DIMENSIONS

A wide assortment of Honda Genuine Accessories are available
and let riders personalise their bike with ease.
You don’t have to save up your CB500X for that once-in-a-while
adventure tour either as it also serves as a versatile ride to fulfil
those everyday needs.

Powered by a lightweight, parallel-twin, liquid cooled, DOHC
engine which focuses on high rpm output characteristics while
considering the low-to-mid rpm range that will be most
frequently used by the entry user.

WHEELBASE
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION
REAR SUSPENSION

FRONT BRAKE
REAR BRAKE
KERB WEIGHT

471cc liquid-cooled parallel twin
67mm x 66.8mm
10.7:1
PGM-FI
Electric
6-speed
2,095mm x 830mm x 1,360mm
lowest screen, 1,390mm highest
screen (L/W/H)
1,420mm
810mm
170mm
17.5 litres
120/70 - 17
160/60 - 17
Conventional Telescopic, 41mm,
adjustable spring pre-load
Prolink mono with 9 stage
Preload adjuster,
steel square pipe swingarm
Single Wavy Disc, 320mm, ABS
Single Wavy Disc, 240mm, ABS
196kg

Matte Gunpowder Black Metallic
Force Silver Metallic
Candy Cromosphere Red

Overseas models shown.
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CRF250 Rally

SPECIFICATIONS
ENGINE TYPE
BORE AND STROKE
COMPRESSION RATIO
STARTER
CARBURATION
TRANSMISSION
DRIVE
DIMENSIONS
WHEELBASE
RAKE (CASTER ANGLE)
TRAIL
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
KERB WEIGHT
FRONT TYRE
REAR TYRE
FRONT SUSPENSION

ADVENTURE TOURING
THE CRF250 RALLY IS READY
FOR WEEKEND ADVENTURE,
LONG DISTANCE TOUR
OR THE DAILY COMMUTE.

REAR SUSPENSION
FRONT BRAKE
This race rally replica has long
travel suspension, large-disk ABS
brakes and excellent weather
protection from the CRF450 RALLYinspired bodywork, making it an
ideal entry into adventure touring.

via a direct connecting tube. The
exhaust muffler has a diameter of
115mm, houses the catalyser and
uses two chambers. A large-bore
downpipe helps the engine breathe
and make more power.

The CRF250 RALLY’s 250cc
liquid-cooled single-cylinder DOHC
engine’s performance is focused
on bottom-end torque and high rpm
power, plus a linear delivery.

The CRF250 RALLY uses the
CRF250L as its base, adding
a ‘floating’ screen, fairing
and radiator shrouds for wind
protection, with the rest of the
machine showing off minimal MX
style. The asymmetric headlights
are LED, as are the indicators.

The PGM-FI feeds the fuel/air
mixture through a 38mm throttle
body and draws air from the airbox
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REAR BRAKE

A large fuel tank allows extensive
range and the digital dash includes
a fuel gauge and tachometer.

249cc liquid-cooled
single cylinder, DOHC
76.0mm x 55.0mm
10.7:1
Electric
PGM-FI
6-speed
Chain
2,210mm x 900mm x 1,425mm
(L/W/H)
1,455mm
28.1°
114mm
895mm
270mm
10.1 litres
157kg
3.00 - 21
120/80 - 18
43mm Telescopic Upsidedown,
250mm travel
Prolink, 265mm travel
296mm hydraulic wave disc;
ABS
220mm hydraulic wave disc;
ABS

High ground clearance enhance its
long-distance off-road ability and a
larger floating front disc – plus ABS
that can be switched off for the rear
brake – delivers the stopping power.
Stylish black Alumite aluminium
rims (21-inch front/18 rear) mark
the CRF250 RALLY out and wear
block pattern enduro-style tyre.

Extreme Red

Overseas models shown.

CRF250L

SPECIFICATIONS
ENGINE TYPE
BORE AND STROKE
COMPRESSION RATIO
CARBURATION
IGNITION
STARTER
TRANSMISSION
DRIVE
DIMENSIONS

TRAIL

WHEELBASE
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION

HONDA’S CRF250L IS A MACHINE
THAT’S MORE THAN READY TO TAKE
ON SOME SERIOUS OFF-ROAD
CHALLENGES WITHOUT
GIVING UP STREET-RIDING
ACCOMMODATIONS.

REAR SUSPENSION
FRONT BRAKE

Compact and sophisticated liquidcooled DOHC 249cc single-cylinder
four-stroke powerplant produces
smooth and consistent torque at
low rpm to aid off-road work, yet the
short-stroke engine also spins up
excellent high-rpm performance for
the street.
The CRF250L pumps out a
wellbalanced and very capable level
of power, along with excellent fuel
economy.
The CRF250L offers the full package,
whether the day calls for low-cost

transportation, a weekday commute
or genuine dual-sport adventure.
Brand-new chassis developed
specifically for the CRF250L provides
excellent stability and agility.
The CRF250L has a liquid-cooled,
4 stroke, DOHC, single cylinder
engine with more than enough
power and agility to tackle all kinds
of riding conditions.

REAR BRAKE

Designed with user friendliness in
mind, the CRF250L offers equipment
such as a bright headlight, twin trip
meter, fuel gauge and a clock.

KERB WEIGHT

249.6cc liquid-cooled, 4-stroke,
single cylinder
76mm x 55mm
10.7:1
PGM-FI
CDI with electronic advance
Electric
6-speed constant mesh
transmission
Chain
2,195mm x 819mm x 1,195mm
(L/W/H)
1,445mm
875mm
255mm
7.7 litres
3.00 - 21
120/80 - 18
43mm inverted fork,
222mm travel
Pro-link single shock,
240mm travel
Single 256mm disc with
dual-piston calliper (ABS Optional)
Single 220mm disc
(ABS Optional)
143kg

The CRF250L is also available
with ABS.

The CRF250L boasts slim yet tough
characteristics unique to Honda’s
off road bikes.

Extreme Red

Overseas models shown.
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ADVENTURE TOURING

CB1000R
THE NEXT GENERATION CB1000R OFFERS CUTTING-EDGE
NEO-SPORTS CAFÉ STYLING, AN UPDATED CHASSIS AND AN
IMPROVED ELECTRONICS PACKAGE—ALL CHANGES THAT
BOLSTER AGGRESSIVE PERFORMANCE.
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SPECIFICATIONS
ENGINE TYPE

998cc liquid-cooled inline
four-cylinder, DOHC; four valves
per cylinder

The 2018 CB1000R stands out from the crowd by moving away
from the standard super sports-derived big naked formula to create
a motorcycle that offers a radically fresh, visually stunning twowheeled aesthetic.

It also features a box section mono backbone steel frame with
Showa Big Piston inverted Fork suspension up front and a Showa
monoshock at the rear. The CB1000R also has radial-mount front
brakes, ABS and a 190-section rear tyre.

The CB1000R elegantly combines more with less. It gives its rider
a huge amount of usable engine performance while the unique
minimalist ‘Neo Sports Café’ styling injects a completely new bareboned attitude.

The aluminium radiator shroud has been machined with CB1000R
stamping and the emphasis on metallic styling is clear everywhere.
Fresh air intakes around the rider’s knees connect through to vents
lower down on the frame to enhance rider comfort.

The 998cc DOHC four-cylinder engine shares its architecture
and layout with the previous-generation CBR1000RR supersport
bike, tuned for optimal peak power and more torque right through
the mid-range, where it is most useful – and most fun. Ideal for
blistering acceleration through winding roads and the exhaust
transmits a raw-edged howl as revs rise.

The LCD meter on the CB1000R has a large display area arranged
as an eclipse-shaped ring. Multi-coloured indicator rows to the right
display essential data like shift timing, eco-mode, selected gear and
riding mode. The entire interface is designed to provide an intuitive
connection with the rider.

Riders can select from three pre-set riding modes plus one USER
mode (selected from a switch on the left handlebar) - SPORT,
NORMAL, RAIN, and USER - giving more control over power and
torque delivery for even more enjoyable performance. Throttle By
Wire (TBW) gives riders various options for utilising the powerful
engine, via the riding modes. There are three levels of Engine
Power (P), Engine Brake (EB), and Honda Selectable Torque Control
(HSTC) available; HSTC can be switched on and off.

Heating can be adjusted to three levels with the grip switch. The
iconic round LED headlight of the Neo Sports Cafe series features
metallic styling and utilises a compact design to ensure better
weight centralisation.

BORE AND STROKE

75mm x 56.5mm

COMPRESSION RATIO

11.6:1

CARBURATION

PGM-FI

STARTER

Electric

TRANSMISSION

6-speed

DRIVE/TRAIN

Chain

DIMENSIONS

2,120mm x 789mm x 1,090mm
(L/W/H)

WHEEL BASE

1,455mm

SEAT HEIGHT

830mm

GROUND CLEARANCE

135mm

FUEL CAPACITY

16.2 litres

FRONT TYRE

120/70 - 17

REAR TYRE

190/55 - 17

FRONT SUSPENSION

Showa Separate Function Fr
Fork Big Piston (SFF-BP),
109mm travel

The CB1000R’s ultra-compact frame creates a completely original
package and a more relaxed riding position. The refined polished
look of metal spanning front to rear complements the precision
machining of the engine cover - the level of detail is astounding.
The rear fender and number plate positioned low around the singlesided swing arm create a truly distinct short tail profile.

REAR SUSPENSION

Showa Balance Free Rear
Cushion (BRFC),
109mm travel

FRONT BRAKES

Two 310mm discs; ABS

REAR BRAKES

Single 256mm disc; ABS

KERB WEIGHT

212kg

Graphite Black
Candy Chromosphere Red

Overseas models shown.
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VFR800F

SPECIFICATIONS
ENGINE TYPE
BORE AND STROKE
COMPRESSION RATIO
CARBURATION
STARTER
TRANSMISSION
DRIVE
DIMENSIONS
WHEELBASE
SEAT HEIGHT
GROUND CLEARANCE
TRAIL
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION

SPORTS TOURING

THE VFR800F ATTRACTS
ATTENTION WITH ITS SHARP
CONTEMPORARY LOOKS,
UNIQUE POWER DELIVERY
AND ADAPTABLE CAPABILITIES.

REAR SUSPENSION

FRONT BRAKE
This true all-round motorcycle
shares an engine configuration
with the RC213V MotoGP
machine and has built its own
loyal following in riders who
appreciate all that the VFR800F
has to offer.

The VTEC transition delivers
smooth, strong and linear power
and Honda’s Traction Control
System (TCS) offers stability and
reassurance.
The Pro-Arm single-sided
swingarm and the 43mm Honda
Multi-Action System (HMAS)
telescopic fork feature stepless
spring preload adjustment.

Honda’s V4 engine has always
been at home encased in the
VFR800F’s bodywork; the 782cc
V4-VTEC engine’s bottom and
The HMAS gas-charged rear
mid-range power strikes the ideal
shock operates through a Pro-Link
balance of enjoyable sports riding
suspension linkage with remote
and easy commuting.
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spring preload and stepless
rebound damping adjustment.

The VFR features heated grips,
LED lights and a wide, angular
tailpiece offers plenty of room for
Radial-mount, four-piston front
a pillion and features an LED rear
brake callipers are complemented
light unit with combined indicators
by standard fit ABS ensuring
for a clean look.
consistent and safe all-weather
stopping control. An STD power
socket offers charging ability and
the new exhaust improves sound.
Echoing the classic VFR design,
the styling of the VFR800F
is considerably slim in the
middle giving the machine a
sleek silhouette with crisp,
contemporary angles.

REAR BRAKE

KERB WEIGHT

782cc liquid-cooled 4-stroke
16-valve DOHC 90° V-4
72mm x 48mm
11.8:1
PGM-FI
Electric
6-speed
O-ring sealed chain
2,140mm x 750mm x 1,210mm
(L/W/H)
1,460mm
789mm / 809mm
135mm
95mm
21.2 litres
120/70 - 17
180/55 - 17
43mm HMAS cartridge-type
telescopic fork with stepless
preload and ten DF adjustment,
108mm axle travel
Pro-Link with gas-charged HMAS
damper, 7-step (stepless
remote-controlled hydraulic)
preload and stepless rebound
damping adjustment,
120mm axle travel
310 x 4.5mm dual floating
hydraulic disc, with radial fit
4-piston callipers and sintered
metal pads, ABS
256 x 6mm hydraulic disc
with 2-piston calliper and
sintered metal pads, ABS
242kg

Digital Silver Metallic
Victory Red
Overseas models shown.

CB650F

SPECIFICATIONS
ENGINE TYPE
BORE AND STROKE
COMPRESSION RATIO
CARBURATION
STARTER
TRANSMISSION
DRIVE
DIMENSIONS
WHEELBASE
RAKE (CASTER ANGLE)
TRAIL
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION

NAKED
A MIDDLEWEIGHT MACHINE WITH
STREET FIGHTER STYLE AND ATTITUDE,
THE CB650F BOASTS A FOURCYLINDER ENGINE, A WELL-BALANCED
HIGH-QUALITY CHASSIS, STANDARD
ABS AND IS LAMS APPROVED.

REAR SUSPENSION
FRONT BRAKE

Dating back to 1969, Honda’s
four-cylinder CB range has a
proud history of centralised weight
and strong engine performance.
Crisp, aggressive lines and an
angular silhouette give the CB650F
exceptional visual appeal while the
low centre of gravity, upright riding
position and wide handlebars offer
excellent control.
A DOHC, 649cc four-cylinder engine
has been developed to deliver high
torque through the low-to-mid rpm
range and strong acceleration from
a standing start. Positioned to sit
forward in the chassis for optimal
weight distribution, it is the true
heart of the CB650F.

PGM fuel injection is fed through
a down-flow airbox and operates
with information from four separate
throttle body sensors on 32mm
throttle bores for crisp and accurate
throttle response.

The shock and 41mm telescopic
fork have been developed to
work directly with the frame’s
performance parameters to
provide supple, neutral control in all
conditions.

A high-quality steel diamond
frame has been specifically tuned
to deliver the desired handling
characteristics and appropriate
level of rider feedback. The
swingarm pivot plate is forged then
welded together, while the gravity
die-cast aluminium swingarm
features a curved shape that arcs
over the muffler. Adjustable 7-stage
spring preload monoshock operates
directly on the swingarm.

For reliable stopping power in all
conditions the twin 320mm wavy
front and a single 240mm rear discs
are complemented on both models
by standard fit ABS.

REAR BRAKE
KERB WEIGHT

649cc liquid-cooled 4-stroke  	
16-valve DOHC inline-4
67mm x 46mm
11.4:1
PGM-FI
Electric
6-speed
O-ring sealed chain
2,110mm x 755mm x 1,120mm
(L/W/H)
1,450mm
25° 30’
101mm
810mm
150mm
17.3 litres
120/70 - 17
180/55 - 17
41mm conventional telescopic
fork 108mm travel
Monoshock damper with
adjustable preload, 128mm travel
Hydraulic disc with dual-piston
callipers and sintered metal
pads, ABS
Hydraulic disc with single-piston
calliper, ABS
208kg

Candy Chromosphere Red
Pearl Spencer Blue
Overseas models shown.
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CB500F

SPECIFICATIONS
ENGINE TYPE
BORE AND STROKE
COMPRESSION RATIO
CARBURATION
STARTER
TRANSMISSION
DIMENSIONS
WHEELBASE
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION

NAKED
THE CB500F IS A VERSATILE
AND SPORTY NAKED BIKE
FULL OF ATTITUDE
AND STYLE.

REAR SUSPENSION

FRONT BRAKE
REAR BRAKE
There’s an aura of independence
and nonconformity that riders gain
when they sling a leg over a modern
naked bike and that’s especially true
with the Honda CB500F.
With an easy to-manage chassis
weight, dexterous handling and low
seat position; the naked CB500F
– which is LAMS approved - is the
perfect entry level machine to ride
around town.
The CB500F’s engine is a next
generation power unit, looking to
the future in both performance and
environmental terms. The DOHC,
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8-valve liquid cooled parallel twin
layout was chosen because of its
light weight, all-round ability and
flexible usability.
Whether you’re riding on your daily
commute, headed for a weekend
back road or just hanging out with
your riding buddies, the CB500F
serves as a great option.
Its slim profile and comfortable,
neutral riding position let riders feel
right at home in the saddle and a
sophisticated Honda Pro-Link® rear
suspension and big 41mm fork add
to the comfortable ride and agile
handling.

KERB WEIGHT

To ensure powerful braking
performance in all conditions, the
CB500F comes standard with ABS
and also features LED headlights
and adjustable front suspension.

471cc liquid-cooled parallel twin
67mm x 66.8mm
10.7:1
PGM FI
Electric
6-speed
2,080mm x 790mm x 1,060mm
(L/W/H)
1,410mm
785mm
160mm
16.7 litres
120/70 - 17
160/60 - 17
Conventional Telescopic,
adjustable pre-load 41mm,
108mm travel
Prolink mono with 9 stage
Preload adjuster, steel square
pipe swingarm 119mm travel
Single Wavy Disc, 320mm,
2 POT calliper, ABS
Single Wavy Disc, 240mm,
1 POT calliper, ABS
190kg

Perfect for entry level riders as well
as regular riders or even those who
are perhaps returning to the world of
two-wheeled travel.
For a unique ride that’s stylish,
fun and affordable, it’s
tough to top the CB500F.

Candy Chromosphere Red /
Force Silver Metallic
Candy Caribbean Blue Sea /
Matte Gunpowder Black Metallic
Overseas models shown.

CB300R

SPECIFICATIONS
ENGINE TYPE

286cc liquid-cooled single
cylinder

BORE AND STROKE

76mm x 63mm

COMPRESSION RATIO

10.7:1

CARBURATION

PGM-FI

STARTER

Electric

TRANSMISSION

6-speed

DRIVE

Chain

DIMENSIONS

2,020mm x 805mm x 1,050mm
(L/W/H)

NAKED
THE CB300R MIXES SPORTS
NAKED STYLING AND CAFÉ RACER
INSPIRATIONS TO OFFER A UNIQUE
NEW PACKAGE TO YOUNG RIDERS.

WHEELBASE

1,355mm

SEAT HEIGHT

800mm

GROUND CLEARANCE

150mm

FUEL CAPACITY

10.1 litres

FRONT TYRE

110/70 - 17

REAR TYRE

150/60 - 17

FRONT SUSPENSION

41mm telescopic fork,
118mm stroke

REAR SUSPENSION

Monoshock damper, Pro-Link
swingarm, 132mm travel

Representing a major steppingstone for new riders, the CB300R
offers impressive and engaging
sensations from both engine and
chassis without the weight, and
licence restrictions of a larger
capacity motorcycle. It is the
ideal machine for newer riders to
develop their riding skills and a
great introduction to Honda, with
the brands’ engineering prowess,
design philosophy and high build
quality firmly on display.
The CB300R tips the scales at
just 145kg. Mix in a free-revving
286cc liquid-cooled single cylinder
engine, plus a unique new style
and presence and the CB300R’s

intention to excite and inspire
young riders is clear to see.
The CB300R’s frame – which
helps underpin its minimalist
style, drawn on the same Neo
Sports Café lines as the new 2018
CB1000R – is constructed with
tubular and pressed steel; the
swingarm is manufactured from
steel plate, irregularly shaped in
cross-section.
The CB300R boasts 41mm
inverted forks with radial-mount
4-piston calliper, hubless floating
front disc, IMU-based ABS and
Dunlop radial tyres as well as
a Balance Free Rear Cushion

suspension system. A 7-stage
spring preload adjuster caters
to changes. The lightweight
aluminium wheels and iconic
round LED headlight, which
features metallic styling and
utilises a compact design to
ensure better weight centralisation,
are newly designed for the Neo
Sports Café series. The LCD
instrument display and full LED
lighting exude quality and add to
the pride of ownership.

FRONT BRAKE

ABS with IMU, 296mm disc

REAR BRAKE

ABS with IMU, 220mm disc

KERB WEIGHT

145kg

Candy Chromosphere Red
Matte Axis Gray Metallic
Black
Overseas models shown.
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CB300F

SPECIFICATIONS
ENGINE TYPE
BORE AND STROKE
COMPRESSION RATIO
CARBURATION
STARTER
TRANSMISSION
DIMENSIONS
WHEELBASE
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION
REAR SUSPENSION

NAKED
FEATURING A 300-CLASS
ENGINE, THE CB300F CARRIES
A DASH OF ATTITUDE AND
INDEPENDENCE ALONG
WITH ITS VERSATILE
CREDS.

FRONT BRAKE
REAR BRAKE
KERB WEIGHT

This lightweight and nimblehandling naked bike offers
plenty of fun for beginners and
experienced motorcyclists.
Whether you’re commuting,
zipping around town or headed
out for a weekend ride, its roomy
ergonomics, great handling and
broad powerband make every
ride a blast.

PGM-FI fuel injection produces
Specially configured seat and
crisp throttle response throughout side covers provide an easy
the rev range.
reach to the ground and the full
LCD multi-function digital meter.
The CB300F’s exhaust system
features large internal volume
ABS as standard.
for enhanced performance,
appearance and a throaty
exhaust note.

Engine displaces 286cc for
responsive power throughout the
rev range.
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286cc liquid-cooled
single-cylinder four-stroke
76mm x 63mm
10.7:1
PGM-FI
Electric
6-speed
2,035mm x 760mm x 1,045mm
(L/W/H)
1,380mm
785mm
150mm
13.0 litres
110/70 - 17
140/70 - 17
37mm fork; 118mm travel
Pro-Link® single shock with
five-position spring preload
adjustability; 103mm travel
Twin-piston calliper with single
296mm disc with ABS
Single-calliper 220mm disc
with ABS
161kg

Candy Chromosphere Red
Black
Overseas models shown.

CB125e

SPECIFICATIONS
ENGINE TYPE
BORE AND STROKE
COMPRESSION RATIO
CARBURATION
STARTER
TRANSMISSION
DIMENSIONS
WHEELBASE
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION

NAKED
DESIGNED WITH HONDA’S
RENOWNED QUALITY AND
DURABILITY, THE CB125e IS IDEAL
FOR RIDERS LOOKING FOR
A RELIABLE, FUEL EFFICIENT
COMMUTER MACHINE.
The ideal entry level motorcycle,
the CB125e is LAMS approved,
affordable and offers unbeatable
value.
Like all motorcycles in the Honda
range, the CB125e is strong
and dependable with easy
handling making certain it is
perfect for first time riders.
The combination of style and
practicality ensure the CB125e
will be a fun and satisfying ride.
Featuring a 124cc, air-cooled,
single cylinder engine the CB125e

REAR SUSPENSION
FRONT BRAKE
REAR BRAKE
KERB WEIGHT

124.1cc air-cooled 4-stroke
single cylinder
56.5mm x 49.5mm
9.0:1
24mm Constant Velocity
Electric
5-speed
2,026mm x 765mm x 1,094mm
(L/W/H)
1,286mm
767mm
145mm
14.0 litres
80/100 - 18
90/90 - 18
Telescopic fork with 118mm
axle travel
Swingarm with 70mm
axle travel
Hydraulic single disc
Drum brake
137kg

is ideal for quick trips around town,
runs to university or day trips to the
beach. Front disc and rear drum
brakes will offer first time riders
confidence in braking while the
low, comfortable seat creates a
confident riding position.

Pure Red
White
Glint Wave Blue Metallic
Black
Overseas models shown.
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NAKED

GROM
THE HONDA GROM HAS WOWED RIDERS ALL OVER THE GLOBE
WITH SERIOUS FUN FACTOR PACKED INTO A SIMPLE,
LIGHTWEIGHT DESIGN.

38. HONDA ROAD RANGE

SPECIFICATIONS
ENGINE TYPE

A truly global product, the Grom has been a hit across the world,
in particular in Thailand where over a quarter of a million units
have been sold.

Completing the mischievous guise with a compact, upswept tail
unit, higher pillion seat and short, under-slung exhaust, the Grom
means business on the streets.

It’s everything expected of a Honda, in terms of performance,
build quality and usability.

The punchy motorcycle also sports an airplane tank cap, flip key
and LCD digital dash delivering all the information the rider needs
– speedometer, twin trip meters, fuel gauge and clock.

The mini-streetfighter blends exuberance and practical
performance with the attitude and style to stand alone.
The bold stance is evident throughout the entire design, from
the fuel tank and side panels that integrate cleanly to give
an edgy outlook, to the unique stacked LED headlight that offers
a distinctive, ultra-modern face.

BORE AND STROKE
COMPRESSION RATIO
STARTER
CARBURATION
TRANSMISSION
DIMENSIONS
WHEELBASE
SEAT HEIGHT
GROUND CLEARANCE
FUEL CAPACITY
FRONT TYRE
REAR TYRE
FRONT SUSPENSION
REAR SUSPENSION
FRONT BRAKE
REAR BRAKE
KERB WEIGHT

124.9cc air-cooled single-cylinder
four-stroke
52.4mm x 57.9mm
9.3:1
Electric
PGM-FI
4-Speed
1,755mm x 728mm x 988mm
(L/W/H)
1199mm
761mm
153mm
5.7 litres
120/70 12
130/70 12
USD Front Forks, 31mm,
100mm travel
Mono shock, steel square pipe
swingarm, 103mm travel
Single 220mm disc with hydraulic
dual-piston calliper
Single 190mm disc with hydraulic
single piston calliper
103kg

Pearl Valentine Red
Candy Caribbean Blue Sea
Candy Ultimate Pink
Lemon Ice Yellow
Overseas models shown.
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