
Fighter 1024.
4x2 / 6-Sp Manual / 7 Seat Crewcab

CLASS LEADING 30,000KM SERVICE INTERVALS

  

10,400KG
 20,000KG

 177KW / 745NM  
Medium rigid licence required



4x2 1024 Rear Wheel Park Brake Crew Cab MWB 6 Sp. MAN (FK61FKWRFAC) 4870mm 10,400kg 20,000kg

Engine Version FUSO 6M60-9AT1 Diesel
Configuration 6 Cyl. In-line OHC, 4-Valve
Type Variable Geometry Turbo Charged Air to Air

Intercooler
Displacement 7.5 litre (7545cc)
Bore 118mm
Stroke 115mm
Power (ECE R85-00) 177kW @ 2500 rpm
Torque (ECE R85-00) 745Nm @ 1400 rpm
Maximum Engine Speed 2900 rpm
Compression Ratio 16.0:1
Cooling System / Oil Cooler Water cooled, 23.0L capacity/ Plate type engine oil

cooler
Air Cleaner Paper Element Type with Restrictor Indicator. Vertical

Intake Mounted on Clean Air Side (RH)
Emission Control Selective Catalytic Reduction (SCR) after-treatment

system (BlueTec), Positive Crankcase Ventilation
(PCV)

Emission Level ADR 80/03 - Euro 5

Injection System DENSO Common Rail System Electronically Controlled
Direct Injection

Tank Type Rectangular Steel Tank with Locking Cap
Fuel Capacity * 200 Litres
AdBlue Exhaust Fluid
Capacity

22 Litres

Notes *Max Fill to approx 95% of Air Capacity

Fan Drive Thermo modulated continuous control (Viscous)
Radiator Corrugated Fin with Expansion Tank

Voltage 24V Negative Earth
Alternator Capacity 24V-80 amp
Starter Capacity 24V-5.0kW
Battery Capacity 2x12V, 100Ah/20hr
Headlamp Type Halogen
Headlamp Capacity Low Beam 2x70W

High Beam 2x75W

Clutch Model FUSO C7M38
Type Single Dry Plate
Operation/Specification Air Assisted Hydraulic

Version FUSO Manual M070S6-OD
Type/Speeds 6 with Air Assisted Gearshift
Features Synchromesh 2nd-6th
Ratios 1st: 6.807

2nd: 4.172
3rd: 2.396
4th: 1.504
5th: 1.000
6th: 0.774
Rev. 6.807

PTO Opening LH Side

Type P10
Universal Joint Needle Roller

Axle Version FUSO F400T
Type Reverse Elliot 'I' Beam
Capacity * 3800kg
Notes *See MAX LOADING for vehicle capacity.

Type Parabolic Leaf with Stabiliser Bar and Double Acting
Shock Absorbers

Size 1300x70mm Leaves

Type Full Floating Hypoid
Axle Version FUSO R052T/D052H
Capacity* 9500kg
Ratio 4.444:1
Notes *See MAX LOADING for vehicle capacity.

Type Steel Suspension
Details Semi-Elliptic Leaf with Stabiliser Bar
Size Main Leaves 1300x70mm
Size Helper Leaves 900x70mm

Front 3600kg
Rear 6800kg
Total 10400kg

Type Integral Power Assisted Ball and Nut
Steering Column Tilt/Telescopic Adjustable with Lock
Ratio 17.1~20.0:1

Type Air Actuated Hydraulic Dual Circuit
ABS with Automatic Brake Adjustment

Size Front 320x120mm
Size Rear 320x140mm
Park Brake Rear Wheel Spring Actuated
Auxiliary Exhaust Brake
Compressor Water Cooled, 340cc Single Cyl.
Air Dryer Model DU3


