
Shogun FV70 6X4
AMT / MECH SUSP. / MWB

ADVANCED EMERGENCY BRAKING, LANE DEPARTURE WARNING AND ACTIVE ATTENTION ASSIST AS
STANDARD.

GVM  GCM  Power/Torque

25,400KG
 53,000KG

 290KW / 2000NM - 

335KW / 2200NM  
Heavy rigid licence required



A 6x4 FV70 395hp MWB 12 Sp. AMT (FV70HK2VFAA) 4300mm 25,400kg 53,000kg
B 6x4 FV70 455hp MWB 12 Sp. AMT (FV70HK4VFAA) 4300mm 25,400kg 53,000kg

Engine Version A
FUSO OM470-T2
Diesel

B
FUSO OM470-T4
Diesel

Configuration 6 Cyl. In-line OHV
Type Asymmetric Turbocharger, Air to Air Intercooler
Displacement 10.7 litre (10677 cc)
Bore 125 mm
Stroke 145 mm
Power (DIN) A

290 kW (395 hp) @
1600 rpm

B
335 kW (455 hp) @
1600 rpm

Torque (DIN) A
2000 Nm (1475 lb.ft) @
1100 rpm

B
2200 Nm (1622 lb.ft) @
1100 rpm

Maximum Engine Speed 2100 rpm
Compression Ratio 18.5:1
Air Cleaner Paper Element Type with Restrictor Indicator. Vertical

Intake Mounted on Clean Air Side (RH)
Emission Control Diesel Particulate Filter (DPF)

plus SCR After-Treatment System
Emission Level ADR 80/03 - Euro VI

Injection System Common Rail Direct Injection with Pressure Booster
Tank Type Rectangular Alloy Tank with Locking Cap
Fuel Capacity * 400 Litres
Filtration Filter with Water Separator and Dash Indicator
AdBlue Exhaust Fluid
Capacity

60 Litres, Tank fitted with
locking AdBlue cap

Speed Limiter Speed Limited 100km/h
Notes *Max Fill to approx 95% of Air Capacity

Fan Drive Electronically controlled (Viscous)
Radiator Corrugated Fin with Expansion Tank

Voltage 24V Negative Ground
Alternator Capacity 24V-100 amp*
Starter Capacity 24V-7.0kW
Battery Capacity 2x12V, 150Ah/20hr
Battery Specification 2x145G51 (N150)
Headlamp Type Automatic Type

Low Beam: LED
High Beam: Halogen

Cornering Lamps Standard
Notes *Unless Option Q02 is selected

Clutch Model FUSO K4/430
Type Single Dry Plate
Operation/Specification Automated Manual (no clutch pedal)

Version FUSO Automated Manual G230-12
Type/Speeds 12 Speed Automated Manual with

Auto and Manual Modes
Features Crawler Mode

Skip Shift Function for Light Loads
ECO Mode to Minimise Fuel Usage

Ratios 1st: 11.672
2nd: 9.101
3rd: 7.055
4th: 5.501
5th: 4.400
6th: 3.430
7th: 2.652
8th: 2.068
9th: 1.603
10th: 1.250
11th: 1.000
12th: 0.779
RHigh: 9.101
RLow: 11.673
Torque limited from 1st to 3rd and Reverse

PTO Opening Rear of Transmission

Type Single Main Shaft GW5E2200
Inter-axle Shaft P12

Axle Version FUSO F900T
Type Reverse Elliot 'I' Beam
Capacity * 6500kg
Notes *See MAX LOADING for vehicle capacity.

Type Long Taper Leaf with Double Acting Shock Absorbers
Size 1500x90mm Leaves

Type Full Floating Hypoid Type Tandem Drive with Inter-
Axle Diff Lock
Limited Slip Differential (LSD) to both Axles

Axle Version FUSO R10TT/R10T
Capacity* 21600kg
Ratio 4.625:1
Notes *See MAX LOADING for vehicle capacities

Type Mechanical Suspension
Details Long Leaf Taper, 6 Rod Trunnion
Size Main Leaves 1320x90mm

Front 6500kg
Rear 21600kg
Total 25400kg

Options Q02: Engine Flywheel PTO (650 Nm)
24V-150A Alternator
Bridgestone Tyres


