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eCANTER
FULL ELECTRIC/4x2/WIDE CAB

ULTRA-QUIET FOR URBAN ENVIRONMENTS. 
QUICK CHARGE IN UNDER 90 MINUTES.

FULL SAFETY FEATURES AS STANDARD. 
AEBS, LDWS, ESP AND DUAL AIRBAGS.

GVM POWER/TORQUE

7,490KG 135KW / 390NM

• Fully Electric Truck
• Actual vehicle may differ from above vehicle



CANTERSPECIFICATIONS
eCanter 4x2 Wide Cab 3400mm 7490kg                                                                                                             N/A

GVM / Optional GVM (KG) 7490kg

GCM / Optional GCM (KG) N/A 

Power 135kW

Torque 390Nm

Transmission Direct Drive (AUTOMATIC)

Wheelbase (MM) 3400mm

Engine Electric motor

Cab type Wide Cab (2m wide)

Front Suspension Multi-leaf with stabiliser bar and double acting  
 shock absorbers

Rear Suspension Semi-Elliptic with stabiliser bar

Fuel Type Electric

Emission Level Zero Local Emissions

Steering Power Assisted Integral Ball and Nut

Brakes Front and rear disc with Regenerative Braking
  & Fuso Brake Priority System

Max People (inc driver) 3

Max Loading  3100kg 
- Front Axle (KG) 

Max Loading  5990kg 
- Rear Axle (KG) 

Mass Estimated  3280kg 
- Total (Front / Rear) (KG) 

Tyres and Wheels 205/75R17.5

Mirrors 2x external convex heated mirrors. 1x internal

DC Charging - Level 3  1.0 - 1.5 hours CCS Type2 50kWH
(Time/Plug Type) 

AC Charging - Level 2 8.0 - 10.0 hours IEC62196 7.2kWH
(Time/Plug Type) 

High Voltage System 365 Volt (six 13.5kWH Li-Ion Batteries)

Low Voltage System 2x12 Volt 100AH-760A

Features  g.nivirD esioN woL & noitarbiV woL 
Instant Torque for Powerful Acceleration.
Regenerative Braking Lever
(in place of conventional exhaust brake).
Push to Start.

Licence / Optional  Light Rigid 
Licence Required 

 

Active Safety Features
Advanced Emergency Braking (AEBS),
Anti-Slip Regulator (ASR),
Electronic Stability Program (ESP),
Lane Departure Warning System (LDWS)

ABS plus Electronic Brake force Distribution (EBD),

Passive Safety Features Dual SRS Airbag.
ECE-R29 Compliant cab.

GVM / Optional GVM (KG) 7500kg

GCM / Optional GCM (KG) N/A 

Power 135kW

Torque 390Nm

Transmission Direct Drive

Wheelbase (MM) 3400mm

Engine Electric motor

Cab type Wide Cab (2m wide)

Front Suspension Multi-leaf with stabiliser bar and double acting  
 shock absorbers

Rear Suspension Semi-Elliptic with stabiliser bar

Fuel Type Electric

Emission Level Zero Local Emissions

Steering Power Assisted Integral Ball and Nut

Brakes Front and rear disc with ABS and EBD, 
 Regenerative Braking & Fuso Brake Priority System

Licence / Optional  Light Rigid 
Licence Required 

Max People (inc driver) 3

 

Max Loading  3100kg 
- Front Axle (KG) 

Max Loading  6000kg 
- Rear Axle (KG) 

Mass Estimated  3110kg 
- Total (Front / Rear) (KG) 

Tyres and Wheels 215/70R17.5

Airbags - Supplementary  Driver and far passenger 
Restraint System 

Mirrors 2x external convex heated mirrors. 1x internal

DC Charging - Level 3  1.5 hours / CHAdeMO Type 
(Time/Plug Type) 

AC Charging - Level 2 4.0 hours / J1772 Type 1  
(Time/Plug Type) 

High Voltage System 370 Volt (six 13.8kWH Li-Ion Batteries)

Low Voltage System 12 Volt

Features  Low Vibration & Low Noise Driving Instant Torque 
for Powerful Acceleration Regenerative Braking 
Lever (in place of conventional exhaust brake) 
Push to Start

eCanter 4x2 Wide Cab 3400mm 7500kg N/A  

CANTER
7490kg

5990kg

3335kg

205/75R17.5

1.0 hours CCS Type 2 50kWh

2x12 Volt 100AH-760A

8.0 hours IEC 62195 32kWh

Driver

Front and rear disc with ABS, ESP, EBD, ASR,
Regenerative Braking & Fuso Brake Priority System

ABS plus Electronic Brake force Distribution (EBD),
Advanced Emergency Braking (AEBS),
Anti-Slip Regulator (ASR),
Electronic Stability Program (ESP),
Lane Departure Warning System (LDWS)

Active Safety Features

GVM / Optional GVM (KG) 7500kg

GCM / Optional GCM (KG) N/A 

Power 135kW

Torque 390Nm

Transmission Direct Drive

Wheelbase (MM) 3400mm

Engine Electric motor

Cab type Wide Cab (2m wide)

Front Suspension Multi-leaf with stabiliser bar and double acting  
 shock absorbers

Rear Suspension Semi-Elliptic with stabiliser bar

Fuel Type Electric

Emission Level Zero Local Emissions

Steering Power Assisted Integral Ball and Nut

Brakes Front and rear disc with ABS and EBD, 
 Regenerative Braking & Fuso Brake Priority System

Licence / Optional  Light Rigid 
Licence Required 

Max People (inc driver) 3

 

Max Loading  3100kg 
- Front Axle (KG) 

Max Loading  6000kg 
- Rear Axle (KG) 

Mass Estimated  3110kg 
- Total (Front / Rear) (KG) 

Tyres and Wheels 215/70R17.5

Airbags - Supplementary  Driver and far passenger 
Restraint System 

Mirrors 2x external convex heated mirrors. 1x internal

DC Charging - Level 3  1.5 hours / CHAdeMO Type 
(Time/Plug Type) 

AC Charging - Level 2 4.0 hours / J1772 Type 1  
(Time/Plug Type) 

High Voltage System 370 Volt (six 13.8kWH Li-Ion Batteries)

Low Voltage System 12 Volt

Features  Low Vibration & Low Noise Driving Instant Torque 
for Powerful Acceleration Regenerative Braking 
Lever (in place of conventional exhaust brake) 
Push to Start

eCanter 4x2 Wide Cab 3400mm 7500kg N/A  

Low Vibration & Low Noise Driving.
Instant Torque for Powerful Acceleration.
Regenerative Braking Lever
(in place of conventional exhaust brake).
Push to Start.

GVM / Optional GVM (KG) 7500kg

GCM / Optional GCM (KG) N/A 

Power 135kW

Torque 390Nm

Transmission Direct Drive

Wheelbase (MM) 3400mm

Engine Electric motor

Cab type Wide Cab (2m wide)

Front Suspension Multi-leaf with stabiliser bar and double acting  
 shock absorbers

Rear Suspension Semi-Elliptic with stabiliser bar

Fuel Type Electric

Emission Level Zero Local Emissions

Steering Power Assisted Integral Ball and Nut

Brakes Front and rear disc with ABS and EBD, 
 Regenerative Braking & Fuso Brake Priority System

Licence / Optional  Light Rigid 
Licence Required 

Max People (inc driver) 3

 

Max Loading  3100kg 
- Front Axle (KG) 

Max Loading  6000kg 
- Rear Axle (KG) 

Mass Estimated  3110kg 
- Total (Front / Rear) (KG) 

Tyres and Wheels 215/70R17.5

Airbags - Supplementary  Driver and far passenger 
Restraint System 

Mirrors 2x external convex heated mirrors. 1x internal

DC Charging - Level 3  1.5 hours / CHAdeMO Type 
(Time/Plug Type) 

AC Charging - Level 2 4.0 hours / J1772 Type 1  
(Time/Plug Type) 

High Voltage System 370 Volt (six 13.8kWH Li-Ion Batteries)

Low Voltage System 12 Volt

Features  Low Vibration & Low Noise Driving Instant Torque 
for Powerful Acceleration Regenerative Braking 
Lever (in place of conventional exhaust brake) 
Push to Start

eCanter 4x2 Wide Cab 3400mm 7500kg N/A  

GVM / Optional GVM (KG) 7500kg

GCM / Optional GCM (KG) N/A 

Power 135kW

Torque 390Nm

Transmission Direct Drive

Wheelbase (MM) 3400mm

Engine Electric motor

Cab type Wide Cab (2m wide)

Front Suspension Multi-leaf with stabiliser bar and double acting  
 shock absorbers

Rear Suspension Semi-Elliptic with stabiliser bar

Fuel Type Electric

Emission Level Zero Local Emissions

Steering Power Assisted Integral Ball and Nut

Brakes Front and rear disc with ABS and EBD, 
 Regenerative Braking & Fuso Brake Priority System

Licence / Optional  Light Rigid 
Licence Required 

Max People (inc driver) 3

 

Max Loading  3100kg 
- Front Axle (KG) 

Max Loading  6000kg 
- Rear Axle (KG) 

Mass Estimated  3110kg 
- Total (Front / Rear) (KG) 

Tyres and Wheels 215/70R17.5

Airbags - Supplementary  Driver and far passenger 
Restraint System 

Mirrors 2x external convex heated mirrors. 1x internal

DC Charging - Level 3  1.5 hours / CHAdeMO Type 
(Time/Plug Type) 

AC Charging - Level 2 4.0 hours / J1772 Type 1  
(Time/Plug Type) 

High Voltage System 370 Volt (six 13.8kWH Li-Ion Batteries)

Low Voltage System 12 Volt

Features  Low Vibration & Low Noise Driving Instant Torque 
for Powerful Acceleration Regenerative Braking 
Lever (in place of conventional exhaust brake) 
Push to Start

eCanter 4x2 Wide Cab 3400mm 7500kg N/A  

5990kg

3280kg

205/75R17.5

1.0 hours CCS Type 2 50kWh

2x12 Volt 100AH-760A

8.0 hours IEC 62195 32kWh

Driver

Low Vibration & Low Noise Driving.
Instant Torque for Powerful Acceleration.
Regenerative Braking Lever
(in place of conventional exhaust brake).
Push to Start.

GVM / Optional GVM (KG) 7500kg

GCM / Optional GCM (KG) N/A 

Power 135kW

Torque 390Nm

Transmission Direct Drive

Wheelbase (MM) 3400mm

Engine Electric motor

Cab type Wide Cab (2m wide)

Front Suspension Multi-leaf with stabiliser bar and double acting  
 shock absorbers

Rear Suspension Semi-Elliptic with stabiliser bar

Fuel Type Electric

Emission Level Zero Local Emissions

Steering Power Assisted Integral Ball and Nut

Brakes Front and rear disc with ABS and EBD, 
 Regenerative Braking & Fuso Brake Priority System

Licence / Optional  Light Rigid 
Licence Required 

Max People (inc driver) 3

 

Max Loading  3100kg 
- Front Axle (KG) 

Max Loading  6000kg 
- Rear Axle (KG) 

Mass Estimated  3110kg 
- Total (Front / Rear) (KG) 

Tyres and Wheels 215/70R17.5

Airbags - Supplementary  Driver and far passenger 
Restraint System 

Mirrors 2x external convex heated mirrors. 1x internal

DC Charging - Level 3  1.5 hours / CHAdeMO Type 
(Time/Plug Type) 

AC Charging - Level 2 4.0 hours / J1772 Type 1  
(Time/Plug Type) 

High Voltage System 370 Volt (six 13.8kWH Li-Ion Batteries)

Low Voltage System 12 Volt

Features  Low Vibration & Low Noise Driving Instant Torque 
for Powerful Acceleration Regenerative Braking 
Lever (in place of conventional exhaust brake) 
Push to Start

eCanter 4x2 Wide Cab 3400mm 7500kg N/A  

GVM / Optional GVM (KG) 7500kg

GCM / Optional GCM (KG) N/A 

Power 135kW

Torque 390Nm

Transmission Direct Drive

Wheelbase (MM) 3400mm

Engine Electric motor

Cab type Wide Cab (2m wide)

Front Suspension Multi-leaf with stabiliser bar and double acting  
 shock absorbers

Rear Suspension Semi-Elliptic with stabiliser bar

Fuel Type Electric

Emission Level Zero Local Emissions

Steering Power Assisted Integral Ball and Nut

Brakes Front and rear disc with ABS and EBD, 
 Regenerative Braking & Fuso Brake Priority System

Licence / Optional  Light Rigid 
Licence Required 

Max People (inc driver) 3

 

Max Loading  3100kg 
- Front Axle (KG) 

Max Loading  6000kg 
- Rear Axle (KG) 

Mass Estimated  3110kg 
- Total (Front / Rear) (KG) 

Tyres and Wheels 215/70R17.5

Airbags - Supplementary  Driver and far passenger 
Restraint System 

Mirrors 2x external convex heated mirrors. 1x internal

DC Charging - Level 3  1.5 hours / CHAdeMO Type 
(Time/Plug Type) 

AC Charging - Level 2 4.0 hours / J1772 Type 1  
(Time/Plug Type) 

High Voltage System 370 Volt (six 13.8kWH Li-Ion Batteries)

Low Voltage System 12 Volt

Features  Low Vibration & Low Noise Driving Instant Torque 
for Powerful Acceleration Regenerative Braking 
Lever (in place of conventional exhaust brake) 
Push to Start

eCanter 4x2 Wide Cab 3400mm 7500kg N/A  

SPECIFICATIONS
eCanter 4x2 Wide Cab                                                                                                                                                                                                 3400m                                                                                7490kg                                                                                                             N/A

Valid from 1-Apr-21.


