
mondolux.com.auTRACK MK08SS

Installation Manual
Notes
⚫ System rating: DC48V

⚫ FOR INDOOR USE ONLY and in dry and dust free spaces. System is rated IP20.

⚫ Do NOT electrically or physically overload system.

⚫ Use only products intended for operation (DC48V) in this track or compatible.

⚫ The secondary wiring should be kept as short as possible to ensure good EMC. The max. secondary cable length is 30m including track.

Installation Steps - Suspended 
1. To install suspended version, adjust the suspension cable at the desired length.

2. Unscrew the square flat head screw from one end of the suspension cable and screw it together
to the base of the track (See Fig 1).

3. Screw and fix the end cap to the track.

4. Unscrew the other end of the suspension cable, drill a hole into the ceiling and fix the screw.

5. Then screw together the suspension cable to fix it to the ceiling (See Fig 2).

6. Repeat the same process on the other end of the track as-well.

7. Click-in the live end into the track and connect it to the DC 48V driver in the ceiling (See Fig 2).

8. Click-in the required DC 48V light fittings into the track to complete the installation. (See Fig 3).

Installation Steps - Surface Mounted
1. To install surface mounted version, screw the base of the track to the ceiling (See Fig 1).

2. Screw and fix the end cap to the track.

3. Click-in the live end into the track and connect it to the DC 48V driver in the ceiling (See Fig 2).

4. Click-in the required DC 48V light fittings into the track to complete the installation. (See Fig 3).
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