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U-Series RS232 Codes
A2T-XX08-AD-10U

POWER_Off 69 76 20
POWER_On 69 53 43
ENTER 69 07 8F
MUTE 69 37 5F
1 69 92 04
2 69 A2 F4
3 69 B2 E4
4 69 93 03
5 69 A3 F3
6 69 B3 E3
7 69 94 02
8 69 A4 F2
9 69 B4 E2
0 69 95 01
VOL+ 69 82 14
VOL- 69 85 11
CH+ 69 C4 D2
CH- 69 C5 D1
SOURCE 69 19 7D
MENU 69 80 16
LEFT 69 63 33
RIGHT 69 66 30
DOWN 69 43 53
UP 69 46 50
LAN 69 34 62



AV1 89 55 0D 14
AV2 89 55 12 0F
AV3 89 55 0A 17
AV4 89 55 15 0C
SV 89 55 19 08
YCbCr 89 55 04 1D
VGA 89 65 03 0E
HDMI1 89 65 05 0C
DVI 89 65 07 0A
HDMI2 89 65 07 0A
HDMI2 89 65 07 0A
FREEZE 89 55 06 1B
HDMI3 89 65 09 08
HDMI4 89 65 0B 06
OPS 89 65 0D 04
HDMI 89 65 0E 03
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Use the following settings: 

Baud rate: 38400

Data bit: 8

Stop bit: 1

Check bit: (Number)
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