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AURVTN135 Apply original equipment manufacturer repair procedures during vehicle repairs
[bookmark: O_804001]
[bookmark: O_804002][bookmark: _Toc43912624]Application
This unit describes the skills and knowledge required to locate and apply original equipment manufacturer (OEM) or authorised agency recommended repair procedures during vehicle or component repair work. This unit involves preparing for the task, inspecting the vehicle damage, and identifying repair requirements according to OEM or authorised agency’s specifications, developing a repair plan, and completing workplace processes and documentation.
It applies to those working in the automotive body repair industry.
[bookmark: O_804004]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804005][bookmark: _Toc43912625]Unit Sector
Vehicle Body Technical - Body
[bookmark: O_804006][bookmark: _Toc43912626]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element. 

	1.	Review OEM procedures
	1.1	Identify job requirements from workplace instructions
1.2 Identify required information for repair activity
1.3 Identify and confirm relevant procedures and vehicle specifications
1.4	Plan repair work to minimise waste and use time efficiently
1.5	Analyse OEM or authorised agency repair processes and incorporate into planning process

	2.	Apply knowledge of OEM standards
	2.1	Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
2.2	Locate vehicle and components and prepare for repair work
2.3	Identify tools, materials, and equipment required for repair activity and establish serviceability in line with OEM or authorised agency requirements
2.4	Carry out repair work according workplace and OEM or authorised agency’s recommended repair procedures and safety and environmental requirements
2.5	Identify non-compliances against OEM or authorised agency specifications, and reported to appropriate personnel for rectification according to workplace procedures

	3.	Complete work processes
	3.1	Conduct final inspection according to workplace procedures and confirm vehicle is ready for use 
3.2	Clear work area and dispose of or recycle materials according to workplace procedures
3.3	Complete documentation according to workplace procedures


[bookmark: O_804007][bookmark: _Toc43912627]Foundation Skills
This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning 
	locates required sources of information efficiently

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications, industry standards and safety data sheets (SDS)

	Oral communication 
	clarifies instructions and procedures
clearly reports quality issues, non-conformances and job outcomes

	Numeracy 
	uses basic mathematical operations, including addition and subtraction
calculates OEM or authorised agency repair measurements, including identify non-conformance measurements

	Planning and organising 
	prioritises actions to achieve required outcomes 
ensures tasks are completed within workplace timeframes

	Problem solving
	identifies potential or actual hazards and takes action to minimise risk
identifies non-conformances and quality issues associated with repairs
refers problems outside area of responsibility to appropriate person and suggest possible causes

	Technology 
	uses specialist repair tools and equipment



[bookmark: O_804008]
[bookmark: O_804009][bookmark: _Toc43912628]Unit Mapping Information
Supersedes and is equivalent to AURVTN035 Apply original equipment manufacturer repair procedures during vehicle repairs. 
[bookmark: O_804016][bookmark: _Toc43912629]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336828][bookmark: _Toc41648435][bookmark: _Toc43912630]
Assessment Requirements for AURVTN135 Apply original equipment manufacturer repair procedures during vehicle repairs
[bookmark: O_804011]
[bookmark: O_804012][bookmark: _Toc43912631]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
apply original equipment manufacturer (OEM) or authorised agency repair procedures to at least three different damaged vehicles.

[bookmark: O_804013][bookmark: _Toc43912632]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of:
methods to locate and interpret information required to apply OEM manufacturer repair procedures during vehicle repairs, including:
OEM or authorised agency’s vehicle specifications and repair procedures, including compliance requirements
workplace procedures required to apply OEM manufacturer repair procedures during vehicle repairs including:
procedures for protecting vehicle and components 
procedures for final inspection of OEM repair procedures
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials
recycling procedures
workplace health and safety (WHS) requirements relating to applying OEM repair procedures during vehicle repairs, including procedures for:
selecting and using personal protective equipment (PPE)
manually handling vehicle components
using tools and equipment
environmental requirements, including procedures for trapping, storing and disposing of waste materials.
[bookmark: O_804014][bookmark: _Toc43912633]Assessment Conditions
Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of tasks.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to the OEM or authorised agency repair procedures they have applied when repairing a vehicle, e.g. work orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
OEM or authorised agency repair procedures
vehicle specifications
three different damaged vehicles
PPE requirements
internet access
tools, equipment and materials appropriate for applying OEM repair procedures during vehicle repairs.

Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.
[bookmark: O_804017][bookmark: _Toc43912634]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336829]

[bookmark: _Toc41648436][bookmark: _Toc43912635]AURVTP101 Remove paint from vehicle painted surfaces
[bookmark: O_804115]
[bookmark: O_804116][bookmark: _Toc43912636]Application
This unit describes the skills and knowledge required to remove paint from vehicle painted surfaces using a variety of industry-approved methods and without causing damage to vehicle and components. This unit involves preparing for the task, selecting and using specialist tools, equipment and chemicals to remove paint from metal and plastic component surfaces in preparation for repairs or refinishing, and completing workplace processes and documentation.
It applies to those working in the automotive paint refinishing repair industry.
[bookmark: O_804118]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804119][bookmark: _Toc43912637]Unit Sector
Vehicle Body Technical – Paint
[bookmark: O_804120][bookmark: _Toc43912638]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element. 

	1.	Prepare to remove paint from vehicle surface
	1.1	Identify job requirements from workplace instructions
1.2 Assess paint removal methods and their effect on components according to workplace procedures and customer requirements
1.3	Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
1.4	Identify tools, equipment and chemicals required for repair activity and establish serviceability according to workplace procedures

	2.	Remove paint
	2.1	Identify and prepare vehicle metal and plastic components requiring paint removal 
2.2	Remove vehicle paint according to workplace and manufacturer procedures, workplace health and safety and environmental requirements

	3.	Complete work processes
	3.1	Conduct final inspection according to workplace procedures and confirm vehicle is ready for use 
3.2	Clear work area and dispose of or recycle materials according to workplace procedures
3.3	Complete documentation according to workplace procedures



[bookmark: O_804121][bookmark: _Toc43912639]Foundation Skills
This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning 
	locates required sources of information efficiently

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications, industry standards and paint technical data sheets (TDS) and safety data sheets (SDS)

	Oral communication 
	clarifies instructions and procedures
clearly reports quality issues and job outcomes

	Numeracy 
	uses basic mathematical operations, including addition and subtraction
calculates quantities of required materials

	Planning and organising 
	plans own work requirements 
prioritises actions to achieve required outcomes 
ensures tasks are completed within workplace timeframes

	Technology 
	uses specialist tools and equipment



[bookmark: O_804122][bookmark: O_804123][bookmark: _Toc43912640]Unit Mapping Information
Supersedes and is equivalent to AURVTP001 Remove paint from vehicle painted surfaces. 
[bookmark: O_804130][bookmark: _Toc43912641]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336830][bookmark: _Toc41648437][bookmark: _Toc43912642]
Assessment Requirements for AURVTP101 Remove paint from vehicle painted surfaces
[bookmark: O_804125]
[bookmark: O_804126][bookmark: _Toc43912643]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
remove paint from vehicle surfaces using chemical and sanding techniques on:
at least three different plastic vehicle body components 
at least three different metal vehicle body components.

[bookmark: O_804127][bookmark: _Toc43912644]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of:
methods to locate and interpret information required to remove paint from vehicle painted surfaces, including:
safety data sheets (SDS) relating to paint removal chemicals
manufacturer’s specifications or equivalent documentation
workplace procedures required to remove paint from vehicle painted surfaces including:
paint removal procedures
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials
workplace health and safety (WHS) requirements relating to removing paint from vehicle painted surfaces, including procedures for:
selecting and using personal protective equipment (PPE)
using safety data sheets (SDS) for paint removing chemicals
handling and storing paint removing chemicals
using tools and equipment
using fume and dust collection equipment, including positive air feed masks
environmental requirements relating to removing paint from vehicle painted surfaces, including procedures for trapping, storing and disposing of waste materials and chemicals
paint manufacturer and workplace paint removal methods, including:
chemical substance
abrasive blasting
machine sanding
hand sanding
procedures for protecting vehicle and components during paint removal 
procedures for final cleaning and inspection of vehicle surfaces.

[bookmark: O_804128][bookmark: _Toc43912645]Assessment Conditions
Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of task.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to paint removal work they have completed on vehicle body panels, e.g. repair orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
paint manufacturer specifications
PPE for paint removal, including fume and dust extraction equipment
SDS for paint removing chemicals
vehicle protection equipment
chemicals to remove paint
painted plastic and metal components as specified in the performance evidence requiring paint removal
tools, equipment and materials appropriate for applying paint removal methods.

Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.
[bookmark: O_804131][bookmark: _Toc43912646]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336831]

[bookmark: _Toc41648438][bookmark: _Toc43912647]AURVTP103 Prepare vehicle spray painting equipment for use
[bookmark: O_804153]
[bookmark: O_804154][bookmark: _Toc43912648]Application
This unit describes the skills and knowledge required to clean and maintain vehicle spray painting equipment. This unit involves preparing for the task, selecting and using cleaning materials and equipment, preparing spray painting equipment for vehicle refinishing activities, and completing workplace processes and documentation.
It applies to those working in the automotive refinishing industry.
[bookmark: O_804156]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804157][bookmark: _Toc43912649]Unit Sector
Vehicle Body Technical - Paint
[bookmark: O_804158][bookmark: _Toc43912650]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element. 

	1.	Prepare for work
	1.1	Identify job requirements from workplace instructions
1.2	Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
1.3	Identify tools, equipment and chemicals required for repair activity and establish serviceability according to workplace procedures

	2.	Set up spray painting equipment ready for use
	2.1	Set up, test and maintain spray guns according to workplace and manufacturer procedures, workplace health and safety and environmental requirements
2.2	Set up paint mixing system and paint agitators and establish serviceability according to manufacturer specifications
2.3	Set up paint drying systems and inspect for correct operation according to workplace procedures
2.4	Check pressure regulators and air lines according to workplace procedures

	3.	Complete work processes
	3.1	Conduct final inspection according to workplace procedures and confirm equipment is ready for use 
3.2	Clear work area and dispose of or recycle materials according to workplace procedures
3.3	Complete documentation according to workplace procedures



[bookmark: O_804159][bookmark: _Toc43912651]Foundation Skills
This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning 
	locates required sources of information efficiently

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications and industry standards

	Oral communication 
	clarifies instructions and procedures
clearly reports quality issues and job outcomes

	Numeracy 
	interprets air pressure gauge settings and spray booth drying time

	Planning and organising 
	plans own work requirements 
prioritises actions to achieve required outcomes 
ensures tasks are completed within workplace timeframes

	Technology 
	uses specialist equipment



[bookmark: O_804160][bookmark: O_804161][bookmark: _Toc43912652]Unit Mapping Information
Supersedes and is equivalent to AURVTP003 Prepare vehicle spray painting equipment for use.
[bookmark: O_804168][bookmark: _Toc43912653]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336832][bookmark: _Toc41648439][bookmark: _Toc43912654]
Assessment Requirements for AURVTP103 Prepare vehicle spray painting equipment for use
[bookmark: O_804163]
[bookmark: O_804164][bookmark: _Toc43912655]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
prepare the following spray-painting equipment for at least two different vehicle spray painting tasks: 
high volume low pressure (HVLP) spray guns
paint mixing system and paint agitators
positive air feed masks
gravity feed spray guns
spray and drying booths
suction feed spray guns
air pressure regulators 
air compressors and air lines.

[bookmark: O_804165][bookmark: _Toc43912656]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of: 
methods to locate and interpret information required to prepare vehicle spray painting equipment for use, including:
manufacturer’s specifications or equivalent documentation
workplace procedures required to prepare vehicle spray painting equipment for use including:
paint equipment set-up
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials
recycling procedures
workplace health and safety (WHS) requirements relating to preparing vehicle spray painting equipment for use, including procedures for:
selecting and using personal protective equipment (PPE)
using tools and equipment
environmental requirements relating to preparing vehicle spray painting equipment for use, including procedures for trapping, storing and disposing of waste materials
types and uses of spray-painting equipment, including:
spray gun use and associated equipment set-up and maintenance
correct use of positive air feed masks
filters and dryers
spray equipment cleaning methods and materials
paint mixing systems
paint pressure pot systems
spray and drying booths 
paint mixing system and paint agitators
gravity feed spray guns
suction feed spray guns
high volume low pressure (HVLP) spray guns
pressure regulators
air compressors and air lines
procedures for final inspection of vehicle spray painting equipment operation.

[bookmark: O_804166][bookmark: _Toc43912657]Assessment Conditions
Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of task.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to vehicle spray painting equipment that they have prepared, e.g. work orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
equipment manufacturer specifications and operating procedures
PPE to prepare spray painting materials and equipment
spray guns
paint mixing systems
drying equipment
tools, equipment and materials appropriate for preparing vehicle spray painting equipment.

Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.
[bookmark: _Toc43912658]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336833]

[bookmark: _Toc41648440][bookmark: _Toc43912659]AURVTP104 Apply basic colour matching techniques using vehicle paint codes
[bookmark: O_804172]
[bookmark: O_804173][bookmark: _Toc43912660]Application
This unit describes the skills and knowledge required to colour match paints using original equipment manufacturer (OEM) paint codes. This unit involves preparing for the task, selecting and using specialist tools and equipment, preparing colour matching test cards, mixing and spraying paint and conducting a visual colour match, and completing workplace processes and documentation.
It applies to those working in the automotive paint refinishing repair industry.
[bookmark: O_804175]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804176][bookmark: _Toc43912661]Unit Sector
Vehicle Body Technical - Paint
[bookmark: O_804177][bookmark: _Toc43912662]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element.

	1.	Prepare to apply basic colour matching techniques
	1.1	Identify job requirements from workplace instructions
1.2	Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
1.3 Identify tools, equipment and chemicals required for repair activity and establish serviceability according to workplace procedures

	2.	Mix paint colour 
	2.1	Set up and check paint measuring system required for job according to workplace procedures
2.2	Carry out colour mixing using methods, tools, equipment and materials, according to workplace procedures

	3.	Prepare colour test cards and perform visual matching
	3.1	Prepare and spray test cards according to workplace procedures, OEM paint codes, workplace health and safety and environmental requirements
3.2	Carry out visual matching and make comparisons between matched and original paint, and record paint codes 
3.3	Remix paint for further matching if mix does not match original paint

	4.	Complete work processes
	4.1	Conduct final inspection according to workplace procedures and confirm vehicle is ready for use 
4.2	Clear work area and dispose of or recycle materials according to workplace procedures
4.3	Complete documentation according to workplace procedures



[bookmark: O_804178][bookmark: _Toc43912663]Foundation Skills
This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning 
	locates required sources of information efficiently

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications, industry standards and safety data sheets (SDS)

	Oral communication 
	clarifies instructions and procedures
clearly reports quality issues and job outcomes

	Numeracy 
	interprets OEM paint codes and formulas
uses basic mathematical operations, including addition, subtraction, multiplication and division
determines ratios and calculate quantities of paint and materials

	Planning and organising 
	plans own work requirements 
prioritises actions to achieve required outcomes 
ensures tasks are completed within workplace timeframes

	Technology 
	uses specialist tools and equipment



[bookmark: O_804179][bookmark: O_804180][bookmark: _Toc43912664]Unit Mapping Information
[bookmark: O_804187]Supersedes and is equivalent to AURVTP004 Apply basic colour matching techniques using vehicle paint codes. 
[bookmark: _Toc43912665]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336834][bookmark: _Toc41648441][bookmark: _Toc43912666]
Assessment Requirements for AURVTP104 Apply basic colour matching techniques using vehicle paint codes
[bookmark: O_804182]
[bookmark: O_804183][bookmark: _Toc43912667]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
match solid colour paints on at least two different vehicle panels, in which the work must involve:
wet to wet matching
edge to edge matching 
hard line matching.

[bookmark: O_804184][bookmark: _Toc43912668]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of:
· methods to locate and interpret information required to apply basic colour matching techniques using vehicle paint codes, including:
technical data sheets (TDS) and safety data sheets (SDS) relating to paint material 
original equipment manufacturer (OEM) paint colour codes and formulas
vehicle paint code manuals
workplace procedures required to apply basic colour matching techniques using vehicle paint codes including:
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials
recycling procedures
workplace health and safety (WHS) requirements relating to applying basic colour matching techniques using vehicle paint codes, including procedures for:
selecting and using personal protective equipment (PPE)
using technical data sheets (TDS) and safety data sheets (SDS) for paint material
handling and storing paint and cleaning materials
using tools and equipment
environmental requirements relating to applying basic colour matching techniques using vehicle paint codes, including procedures for trapping, storing and disposing of waste materials
paint colour mixing techniques, including:
mixing system set-up and operation
paint application methods
correct use of positive air feed masks
types and use of equipment and materials relating to paint colour matching, including:
spray gun set-up, use and maintenance
paint drying equipment and methods
pressure regulators
air compressors
heating and lighting systems
polishing and cleaning equipment
solid colour paints
paint thinners
paint reducers
cleaning materials
colour matching techniques, including:
wet to wet matching
edge to edge matching
hard line matching
dabbing
procedures for identifying vehicle paint condition, including paint fade
procedures for protecting vehicle and components when applying paint 
procedures for final inspection of basic colour matching.

[bookmark: O_804185][bookmark: _Toc43912669]Assessment Conditions
Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of tasks.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to the paint colour matching techniques that they have applied, e.g. work orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
paint codes and formulas
TDS and SDS for paint material
two different vehicle panels requiring colour matching
PPE needed for paint colour matching
paint and colour matching materials
paint mixing materials and system
sample colours to be matched
tools, equipment and materials appropriate for applying basic colour matching techniques using vehicle paint codes.

Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.
[bookmark: O_804188][bookmark: _Toc43912670]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336835]

[bookmark: _Toc41648442][bookmark: _Toc43912671]AURVTP110 Prepare and operate vehicle paint drying equipment
[bookmark: O_804286]
[bookmark: O_804287][bookmark: _Toc43912672]Application
This unit describes the skills and knowledge required to prepare paint drying equipment. This unit involves preparing for the task, selecting and using specialist tools and equipment, setting, operating and maintaining paint drying equipment to manufacturer specifications, and completing workplace processes and documentation.
It applies to those working in the automotive paint refinishing repair industry.
[bookmark: O_804289]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804290][bookmark: _Toc43912673]Unit Sector
Vehicle Body Technical – Paint
[bookmark: O_804291][bookmark: _Toc43912674]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element. 

	1.	Prepare for work
	1.1	Identify job requirements from workplace instructions
1.2 Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
1.3	Identify tools, equipment and chemicals required for repair activity and establish serviceability according to workplace procedures

	2.	Set up paint drying equipment ready for operation
	2.1	Set up paint drying equipment and check for correct operation, according to workplace procedures and manufacturer specifications
2.2	Organise vehicle protection materials according to workplace procedures
2.3	Set up and operate drying equipment according to workplace procedures, workplace health and safety and environmental requirements
2.4	Perform regularly scheduled checks, cleaning and maintenance on paint drying equipment according to manufacturer specifications

	3.	Complete work processes
	3.1	Conduct final inspection according to workplace procedures and confirm vehicle is ready for use 
3.2	Clear work area and dispose of or recycle materials according to workplace procedures
3.3	Complete documentation according to workplace procedures



[bookmark: O_804292][bookmark: _Toc43912675]Foundation Skills
[bookmark: _Hlk41643558]This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning 
	locates required sources of information efficiently.

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications, industry standards and paint technical data sheets (TDS) and safety data sheets (SDS)

	Oral communication 
	clarifies instructions and procedures
clearly reports quality issues and job outcomes

	Numeracy 
	interprets paint drying equipment temperature settings and drying times

	Planning and organising 
	plans own work requirements 
prioritises actions to achieve required outcomes 
ensures tasks are completed within workplace timeframes

	Technology 
	uses specialist equipment



[bookmark: O_804293]
[bookmark: O_804294][bookmark: _Toc43912676]Unit Mapping Information
Supersedes and is equivalent to AURVTP010 Prepare and operate vehicle paint drying equipment. 
[bookmark: O_804301][bookmark: _Toc43912677]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336836][bookmark: _Toc41648443][bookmark: _Toc43912678]
Assessment Requirements for AURVTP110 Prepare and operate vehicle paint drying equipment
[bookmark: O_804296]
[bookmark: O_804297][bookmark: _Toc43912679]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
prepare, operate and maintain the following paint drying equipment during the course of painting at least three different vehicles:
spray booth
air movement system
infra-red (IR) equipment 
ultraviolet (UV) curing system.

[bookmark: O_804298][bookmark: _Toc43912680]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of:
methods to locate and interpret information required to prepare and operate vehicle paint drying equipment, including:
paint drying equipment manufacturer operating instructions, including procedures for the set-up and maintenance of equipment
workplace procedures required to prepare and operate vehicle paint drying equipment including:
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials 
recycling procedures
workplace health and safety (WHS) requirements relating to preparing and operating vehicle paint drying equipment, including procedures for:
selecting and using personal protective equipment (PPE) 
handling and storing materials
using tools and equipment
environmental requirements relating to preparing and operating vehicle paint drying equipment, including procedures for trapping, storing and disposing of waste materials
paint drying methods
types and uses of paint drying equipment including:
spray booth
air movement system
infra-red (IR) equipment 
ultraviolet (UV) curing system.
procedures for final inspection and testing of paint drying equipment.

[bookmark: O_804299][bookmark: _Toc43912681]Assessment Conditions
Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of task.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to the vehicle paint drying equipment that they have prepared and operated, e.g. work orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
equipment manufacturer operating instructions
PPE to prepare and operate spray booths and paint drying equipment
materials required to prepare and maintain paint drying equipment
three different vehicles to be painted
spray booth and paint drying equipment for the three different vehicles
tools, equipment and materials appropriate for preparing and operating vehicle paint drying equipment.

Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.
[bookmark: O_804302][bookmark: _Toc43912682]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336837]

[bookmark: _Toc41648444][bookmark: _Toc43912683]AURVTP111 Apply solid acrylic two-pack materials to vehicle components
[bookmark: O_804305]
[bookmark: O_804306][bookmark: _Toc43912684]Application
This unit describes the skills and knowledge required to apply solid acrylic two-pack materials to a variety of vehicle components by spray gun application. This unit involves preparing for the task, selecting and using specialist tools and equipment, mixing and applying automotive paint materials according to manufacturer specifications, and completing workplace processes and documentation.
It applies to those working in the automotive refinishing industry.
[bookmark: O_804308]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804309][bookmark: _Toc43912685]Unit Sector
Vehicle Body Technical - Paint
[bookmark: O_804310][bookmark: _Toc43912686]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element.

	1.	Prepare for work
	1.1	Identify job requirements from workplace instructions
1.2 Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
1.3	Identify tools, equipment and chemicals required for refinishing activity and establish serviceability according to workplace procedures

	2.	Carry out application activities
	2.1	Mix and apply two-pack materials according to workplace procedures, manufacturer specifications, industry standards and workplace health and safety and environmental requirements 
2.2	Dry materials according to workplace procedures
2.3	Check paint finish against manufacturers specifications
2.4	Remove paint surface faults using compounds, polishes and glazes

	3.	Complete work processes
	3.1	Conduct final inspection according to workplace procedures and confirm vehicle is ready for use 
3.2	Clear work area and dispose of or recycle materials according to workplace procedures
3.3	Complete documentation according to workplace procedures



[bookmark: O_804311][bookmark: _Toc43912687]Foundation Skills
This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning 
	locates required sources of information efficiently

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications, industry standards and paint technical data sheets (TDS) and safety data sheets (SDS)

	Oral communication 
	clarifies instructions and procedures
clearly reports quality issues and job outcomes

	Numeracy 
	uses basic mathematical operations, including addition, subtraction, multiplication and division to:
calculate quantities of required materials
measure and determine ratios for mixing paint materials
sets spraying and drying equipment

	Planning and organising 
	plans own work requirements 
prioritises actions to achieve required outcomes 
ensures tasks are completed within workplace timeframes

	Technology 
	uses specialist equipment



[bookmark: O_804312][bookmark: O_804313][bookmark: _Toc43912688]Unit Mapping Information
Supersedes and is equivalent to AURVTP011 Apply solid acrylic two-pack materials to vehicle components. 
[bookmark: _Toc43912689]Links
[bookmark: O_804320]Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc43912690]
Assessment Requirements for AURVTP111 Apply solid acrylic two-pack materials to vehicle components
[bookmark: O_804315]
[bookmark: O_804316][bookmark: _Toc43912691]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
apply solid acrylic two-pack materials to at least three different vehicles
in the course of the above work, apply solid acrylic two-pack paint to: 
two different vehicle panels 
two different vehicle full sides
two different vehicle front ends or rear ends 
check the above paintwork and rectify paint surface faults as required.

[bookmark: O_804317][bookmark: _Toc43912692]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of:
methods to locate and interpret information required to apply solid acrylic two-pack materials to vehicle components, including:
paint manufacturer’s specifications
workplace procedures required to apply solid acrylic two-pack materials to vehicle components including:
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials 
recycling procedures
workplace health and safety (WHS) requirements relating to applying solid acrylic two-pack materials to vehicle components, including procedures for:
selecting and using personal protective equipment (PPE)
using technical data sheets (TDS) and safety data sheets (SDS) for solid acrylic two-pack materials 
handling and storing paint materials
using tools and equipment
using approved drying area
environmental requirements relating to applying solid acrylic two-pack materials to vehicle components, including procedures for trapping, storing and disposing of waste materials

types and use of solid acrylic two-pack paint materials
types and use of spray guns, including:
spray gun operation and spraying techniques
spray gun cleaning and maintenance methods
paint application methods and techniques, including:
drying methods for solid acrylic two-pack materials
paint surface fault identification and rectification procedures
correct use of positive air feed masks
procedures for protecting vehicle and components when applying solid acrylic two-pack materials 
procedures for final inspection of solid acrylic two-pack painted surfaces, including:
checking colour, texture, depth and gloss
ensuring paint finish is contaminant-free
ensuring paint finish blends into surrounding surfaces.

[bookmark: O_804318][bookmark: _Toc43912693]Assessment Conditions
Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of tasks.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to the solid acrylic two-pack materials they have applied to vehicle components, e.g. repair orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
manufacturer specifications
TDS and SDS for solid acrylic two-pack materials
PPE required to apply solid acrylic two-pack materials
solid acrylic two-pack paint materials
three different vehicles with components specified in the performance evidence requiring spray painting using solid acrylic two-pack materials tools, equipment and materials appropriate for applying solid acrylic two-pack materials.
tools, equipment and materials appropriate for applying solid acrylic two-pack materials.

Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.
[bookmark: O_804321][bookmark: _Toc43912694]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336838]

[bookmark: _Toc41648445][bookmark: _Toc43912695]AURVTP112 Apply air dry and polyurethane refinishing materials
[bookmark: O_804324]
[bookmark: O_804325][bookmark: _Toc43912696]Application
This unit describes the skills and knowledge required to apply air dry and polyurethane refinishing materials to a variety of vehicle components by spray gun application. This unit involves preparing for the task, selecting and using specialist tools and equipment, mixing and applying automotive paint materials according to manufacturer specifications, and completing workplace processes and documentation.
It applies to those working in the automotive refinishing industry.
[bookmark: O_804327]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804328][bookmark: _Toc43912697]Unit Sector
Vehicle Body Technical - Paint
[bookmark: O_804329][bookmark: _Toc43912698]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element.

	1.	Prepare for work
	1.1	Identify job requirements from workplace instructions
1.2 Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
1.3	Identify tools, equipment and chemicals required for repair activity and establish serviceability according to workplace procedures

	2.	Carry out application activities
	2.1	Mix and apply refinishing materials according to workplace procedures, manufacturer’s specifications, workplace health and safety and environmental requirements
2.2	Dry refinishing materials according to workplace procedures
2.3	Check paint finish against manufacturers specifications
2.4	Remove paint surface faults using compounds, polishes and glazes

	3.	Complete work processes
	3.1	Conduct final inspection according to workplace procedures and confirm vehicle is ready for use 
3.2	Clear work area and dispose of or recycle materials according to workplace procedures
3.3	Complete documentation according to workplace procedures



[bookmark: O_804330][bookmark: _Toc43912699]Foundation Skills
This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning 
	locates required sources of information efficiently

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications, industry standards and paint technical data sheets (TDS) and safety data sheets (SDS)

	Oral communication 
	clarifies instructions and procedures
clearly reports quality issues and job outcomes

	Numeracy 
	uses basic mathematical operations, including addition, subtraction, multiplication and division to:
calculate quantities of required materials
measure and determine ratios for mixing paint materials
sets spraying and drying equipment

	Planning and organising 
	plans own work requirements 
prioritises actions to achieve required outcomes 
ensures tasks are completed within workplace timeframes

	Technology 
	uses specialist equipment



[bookmark: O_804331]
[bookmark: O_804332][bookmark: _Toc43912700]Unit Mapping Information
Supersedes and is equivalent to AURVTP012 Apply air dry and polyurethane enamel refinishing materials. 
[bookmark: _Toc43912701]Links
[bookmark: O_804339]Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1


[bookmark: _Toc43912702]Assessment Requirements for AURVTP112 Apply air dry and polyurethane refinishing materials
[bookmark: O_804334]
[bookmark: O_804335][bookmark: _Toc43912703]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
apply air dry and polyurethane refinishing materials to at least two different vehicle body components, including:
at least one component using paint with additive
at least one component using paint without additive.

[bookmark: O_804336][bookmark: _Toc43912704]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of: 
methods to locate and interpret information required to apply air dry and polyurethane refinishing materials, including:
paint manufacturer’s specifications
workplace procedures required to apply air dry and polyurethane refinishing materials including:
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials 
recycling procedures
workplace health and safety (WHS) requirements relating to applying air dry and polyurethane refinishing materials, including procedures for:
selecting and using personal protective equipment (PPE)
using technical data sheets (TDS) and safety data sheets (SDS) for polyurethane refinishing materials
handling and storing paint materials
using tools and equipment
using approved drying area
environmental requirements relating to applying air dry and polyurethane refinishing materials, including procedures for trapping, storing and disposing of waste materials
types and use of air dry and polyurethane refinishing materials, including:
air dry synthetic enamels
enamel additives
polyurethane enamels
paint reducers
air dry and polyurethane refinishing material application methods and techniques, including:
spray and drying equipment
paint fault and rectification procedures
drying methods for air dry and polyurethane refinishing materials
correct use of positive air feed masks
types and use of spray guns, including:
spray gun operation and spraying techniques
spray gun cleaning and maintenance methods
procedures for protecting vehicle and components when applying paints 
procedures for final inspection of polyurethane refinished surface:
checking colour, texture, depth and gloss
ensuring paint finish is contaminant-free
ensuring paint finish blends into surrounding surfaces.

[bookmark: O_804337][bookmark: _Toc43912705]Assessment Conditions
Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of tasks.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to the air dry and polyurethane refinishing materials they have applied to vehicle components, e.g. repair orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
manufacturer specifications
TDS and SDS for air dry and polyurethane refinishing materials
PPE required to apply air dry and polyurethane refinishing materials
air dry and polyurethane refinishing materials
two different vehicles requiring the application of air dry and polyurethane refinishing material
tools, equipment and materials appropriate for applying air dry and polyurethane refinishing material.

Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.
[bookmark: _Toc43912706] Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336839]

[bookmark: _Toc41648446][bookmark: _Toc43912707]AURVTP113 Prepare vehicle substrates for refinishing
[bookmark: O_804343]
[bookmark: O_804344][bookmark: _Toc43912708]Application
This unit describes the skills and knowledge required to prepare vehicle substrates for refinishing by removing surface rust and scale and applying primers and sealers before the final refinishing. This unit involves preparing for the task, selecting and using specialist tools and equipment, selecting and using materials, cleaning vehicle substrate surfaces according to manufacturer specifications, and completing workplace processes and documentation.
It applies to those working in the automotive refinishing industry. The preparation of plastic or composite materials for refinishing is not addressed in this unit.
[bookmark: O_804346]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804347][bookmark: _Toc43912709]Unit Sector
Vehicle Body Technical - Paint
[bookmark: O_804348][bookmark: _Toc43912710]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element.

	1.	Prepare for work
	1.1	Identify job requirements from workplace instructions
1.2 Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
1.3	Identify tools, equipment and chemicals required for repair activity and establish serviceability according to workplace procedures

	2.	Remove surface rust and apply primers
	2.1	Remove surface rust and scale from substrate according to workplace procedures, manufacturer specifications and workplace health and safety and environmental requirements
2.2	Protect or remove substrate components affected by application processes according to workplace procedures
2.3	Clean surfaces to be painted and remove contaminants 
2.4	Apply primers and primer surfaces according to workplace procedures

	3.	Prepare primed and sealed surface for refinishing
	3.1	Prepare surfaces to be refinished according to workplace procedures
3.2	Record and report identified surface defects 

	4.	Complete work processes
	4.1	Conduct final inspection according to workplace procedures and confirm vehicle is ready for use 
4.2	Clear work area and dispose of or recycle materials according to workplace procedures
4.3	Complete documentation according to workplace procedures



[bookmark: O_804349][bookmark: _Toc43912711]Foundation Skills
This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning 
	locates required sources of information efficiently

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications, industry standards and paint technical data sheets (TDS) and safety data sheets (SDS)

	Oral communication 
	clarifies instructions and procedures
clearly reports quality issues and job outcomes

	Numeracy 
	uses basic mathematical operations, including addition and subtraction, to calculate material quantities

	Planning and organising 
	plans own work requirements and prioritise actions to achieve required outcomes and ensure tasks are completed within workplace timeframes

	Technology 
	uses specialist tools and equipment


[bookmark: O_804350]
[bookmark: O_804351][bookmark: _Toc43912712]Unit Mapping Information
Supersedes and is equivalent to AURVTP013 Prepare vehicle substrates for refinishing.
[bookmark: O_804358][bookmark: _Toc43912713]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336840][bookmark: _Toc41648447][bookmark: _Toc43912714]
Assessment Requirements for AURVTP113 Prepare vehicle substrates for refinishing
[bookmark: O_804353]
[bookmark: O_804354][bookmark: _Toc43912715]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
prepare two different vehicle substrates for refinishing, 
during the course of the above work, prepare at least one of each of the following:
full steel vehicle body panel with surface rust
full aluminium vehicle body panel
stainless steel sheet measuring at least 150 mm x 150 mm or stainless-steel body moulding
galvanised coated sheet measuring at least 150 mm x 150 mm b
zinc anneal sheet measuring at least 150 mm x 150 mm.

[bookmark: O_804355][bookmark: _Toc43912716]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of:
methods to locate and interpret information required to prepare vehicle substrates for refinishing, including:
manufacturer’s specifications or equivalent documentation
workplace procedures required to prepare vehicle substrates for refinishing including:
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials 
recycling procedures
workplace health and safety (WHS) requirements relating to preparing vehicle substrates for refinishing, including procedures for:
selecting and using personal protective equipment (PPE), including positive air feed masks
using technical data sheets (TDS) and safety data sheets (SDS) for primers and chemical cleaners
handling and storing paint materials
using tools and equipment
using approved drying areas
environmental requirements relating to preparing vehicle substrates for refinishing, including procedures for trapping, storing and disposing of waste materials
types and uses of materials, including:
chemical cleaners
body fillers
primer fillers
abrasive papers
cleaning materials
masking materials
primers and etch primers
types and uses of tools and equipment, including:
primers and sealers
spray gun set-up, maintenance and application
cleaning agents
hand tools
air and power tools
cleaning equipment
spray equipment
paint measuring equipment
surface preparation methods and techniques for primers, sealers and surface repair:
masking off areas not to be coated
adhesion tests
primer mixing techniques
application methods for primers, fillers and sealers
sanding and blocking
feather edging procedures
procedures for protecting vehicle and components when preparing substrates 
procedures for final inspection of prepared substrates.

[bookmark: O_804356][bookmark: _Toc43912717]Assessment Conditions
Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of task.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to the vehicle substrates that they have prepared for refinishing, e.g. repair orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
TDS and SDS for primers and chemical cleaners
PPE required to prepare substrates for refinishing
materials required to prepare substrates for refinishing
vehicle substrates specified in the performance evidence requiring preparation for refinishing
tools, equipment and materials appropriate for preparing vehicle substrates for refinishing.

Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.
[bookmark: O_804359][bookmark: _Toc43912718]Links
[bookmark: _Toc41336841]Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1


[bookmark: _Toc41648448][bookmark: _Toc43912719]AURVTP114 Colour match multi-layer and clear over base two-pack paints on vehicles and components
[bookmark: O_804362]
[bookmark: O_804363][bookmark: _Toc43912720]Application
This unit describes the skills and knowledge required to match vehicle or component multi-layer and clear over base paint colours using original equipment manufacturer (OEM) paint codes. This unit involves preparing for the task, selecting and using specialist tools and equipment, identifying paint codes, preparing colour matching test cards, mixing and spraying paint and conducting a visual colour match, and completing workplace processes and documentation.
It applies to those working in the automotive refinishing industry.
[bookmark: O_804365]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804366][bookmark: _Toc43912721]Unit Sector
Vehicle Body Technical - Paint
[bookmark: O_804367][bookmark: _Toc43912722]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element. 

	1.	Prepare for work
	1.1	Identify job requirements from workplace instructions
1.2 Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
1.3	Identify tools, equipment and chemicals required for repair activity and establish serviceability according to workplace procedures

	2.	Mix multi-layer clear over base colour
	2.1	Set up and operate paint mixing system according to manufacturer specifications and workplace procedures
2.2	Mix paint according to manufacturer specifications, approved colour matching method, and workplace procedures

	3.	Prepare colour test card and perform visual matching
	3.1	Prepare and spray colour matching test cards according to workplace procedures
3.2 Carry out visual matching, make comparisons between matched and original paint, and record paint codes according to workplace procedures and OEM paint codes
3.3	Remix paint for further matching prior to application if first mix does not match original paint

	4.	Complete work processes
	4.1	Conduct final inspection according to workplace procedures and confirm vehicle is ready for use 
4.2	Clear work area and dispose of or recycle materials according to workplace procedures
4.3	Complete documentation according to workplace procedures



[bookmark: O_804368][bookmark: _Toc43912723]Foundation Skills
This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning 
	locates required sources of information efficiently.

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications, industry standards and paint technical data sheets (TDS) and safety data sheets (SDS)

	Oral communication 
	clarifies instructions and procedures
clearly reports quality issues and job outcomes

	Numeracy 
	interprets OEM paint codes and formulas
uses basic mathematical operations, including addition, subtraction, multiplication and division to:
determine ratios
measure and calculate quantities of paint and materials

	Planning and organising 
	plans own work requirements 
prioritises actions to achieve required outcomes 
ensures tasks are completed within workplace timeframes

	Technology 
	uses specialist colour matching tools
uses computerised colour matching system and equipment



[bookmark: O_804369]
[bookmark: O_804370][bookmark: _Toc43912724]Unit Mapping Information
Supersedes and is equivalent to AURVTP014 Colour match multi-layer and clear over base two-pack paints on vehicles and components.
[bookmark: O_804377][bookmark: _Toc43912725]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336842][bookmark: _Toc41648449][bookmark: _Toc43912726]
Assessment Requirements for AURVTP114 Colour match multi-layer and clear over base two-pack paints on vehicles and components
[bookmark: O_804372]
[bookmark: O_804373][bookmark: _Toc43912727]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
colour match at least five different vehicle body panels
in the course of the above work, colour match at least one of each of the following paint types:
metallic paints
pearl paints
multi-layer paints 
solid clear over base (COB) paints.

[bookmark: O_804374][bookmark: _Toc43912728]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of:
methods to locate and interpret information required to colour match multi-layer and clear over base two-pack paints on vehicles and components, including:
original equipment manufacturer (OEM) paint colour codes and formulas
workplace procedures required to colour match multi-layer and clear over base two-pack paints on vehicles and components including:
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials 
recycling procedures
workplace health and safety (WHS) requirements relating to colour matching multi-layer and clear over base two-pack paints on vehicles and components, including procedures for:
selecting and using personal protective equipment (PPE)
using technical data sheets (TDS) and safety data sheets (SDS) for paint materials
handling and storing paint materials
using tools and equipment
using approved drying area

environmental requirements relating to colour matching multi-layer and clear over base two-pack paints on vehicles and components, including procedures for trapping, storing and disposing of waste materials
types and application methods for automotive paint, including correct use of positive air feed masks
types and uses of paint materials, including:
two-pack clear coats
metallic finishes
pearl finishes
paint hardeners
water-based finishes
paint thinners
paint reducers
cleaning materials
types and use of paint colour matching equipment, including:
paint mixing systems
spray gun set-up, use and maintenance
paint drying equipment and methods
tinting system
paint measuring system
viscosity measuring equipment
spectrometer type equipment
paint manufacturer colour swatches
approved spray area
polishing and cleaning equipment
metal or cardboard colour matching test cards
electronic paint mixing system and colour matching equipment
colour matching methods and techniques for multi-layer and clear over base paints, including:
mixing system set-up and operation
colour test cards
visual colour matching tests
wet to wet matching
edge to edge matching
hard line matching
dabbing
paint mixing techniques
using paint codes when matching
paint mixing methods
paint thinning methods
spraying techniques
drying procedures
procedures for protecting vehicle and components when colour matching
procedures for final inspection of colour matched multi-layer and clear over base two-pack paint.

[bookmark: O_804375][bookmark: _Toc43912729]Assessment Conditions
Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of tasks.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to the colour matching of multi-layer and clear over base paints they have undertaken with vehicles and components, e.g. work orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
OEM paint codes and formulas
TDS and SDS for paint materials
PPE required to colour match multi-layer and clear over base two-pack paints
paint and materials to colour match multi-layer and clear over base colours
colour test cards
five different vehicle panels requiring painting and colour matching
tools, equipment and materials appropriate for colour matching multi-layer and clear over base two-pack paints on vehicles and components.

Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.
[bookmark: O_804378][bookmark: _Toc43912730]Links
[bookmark: _Toc41336843]Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1


[bookmark: _Toc41648450][bookmark: _Toc43912731]AURVTP115 Match direct gloss solid paint colour on vehicles or components
[bookmark: O_804381][bookmark: O_804382][bookmark: _Toc43912732]Application
This unit describes the skills and knowledge required to match vehicle or component direct gloss solid paint colours using original equipment manufacturer (OEM) paint codes. This unit involves preparing for the task, selecting and using specialist tools and equipment, identifying paint codes, preparing colour matching test cards, mixing and spraying paint and conducting a visual colour match, and completing workplace processes and documentation.
It applies to those working in the automotive refinishing industry.
[bookmark: O_804384]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804385][bookmark: _Toc43912733]Unit Sector
Vehicle Body Technical - Paint
[bookmark: O_804386][bookmark: _Toc43912734]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element. 

	1.	Prepare for work
	1.1	Identify job requirements from workplace instructions
1.2 Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
1.3	Identify tools, equipment and chemicals required for repair activity and establish serviceability according to workplace procedures

	2.	Mix direct gloss solid paint colours
	2.1	Set up and operate paint mixing system according to manufacturer specifications and workplace procedures 
2.2	Mix paint according to manufacturer specifications, approved colour matching method, workplace procedures, workplace health and safety and environmental requirements

	3.	Prepare colour test card and perform visual matching
	3.1	Prepare and spray colour matching test cards according to workplace procedures
3.2	Carry out visual matching, make comparisons between matched and original paint, and record paint codes according to workplace procedures, OEM paint codes, workplace health and safety and environmental requirements
3.3	Remix paint for further matching prior to application if first mix does not match original paint

	4.	Complete work processes
	4.1	Conduct final inspection according to workplace procedures and confirm vehicle is ready for use 
4.2	Clear work area and dispose of or recycle materials according to workplace procedures
4.3	Complete documentation according to workplace procedures



[bookmark: O_804387][bookmark: _Toc43912735]Foundation Skills
This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning 
	locates required sources of information efficiently

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications, industry standards and paint technical data sheets (TDS) and safety data sheets (SDS)

	Oral communication 
	clarifies instructions and procedures
clearly reports quality issues and job outcomes

	Numeracy 
	interprets OEM paint codes and formulas
sets and use paint mixing system
sets painting equipment air pressure
uses basic mathematical operations, including addition, subtraction, multiplication and division to:
determine ratios 
calculate quantities of paint and materials

	Planning and organising 
	plans own work requirements 
prioritises actions to achieve required outcomes 
ensure tasks are completed within workplace timeframes

	Technology 
	uses specialist tools
uses computerised system and equipment



[bookmark: O_804388]
[bookmark: O_804389][bookmark: _Toc43912736]Unit Mapping Information
Supersedes and is equivalent to AURVTP015 Match direct gloss solid paint colour on vehicles or components.
[bookmark: O_804396][bookmark: _Toc43912737]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336844][bookmark: _Toc41648451][bookmark: _Toc43912738]
Assessment Requirements for AURVTP115 Match direct gloss solid paint colour on vehicles or components
[bookmark: O_804391]
[bookmark: O_804392][bookmark: _Toc43912739]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
 perform visual paint colour matching on at least three different vehicle panels.

[bookmark: O_804393][bookmark: _Toc43912740]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of:
methods to locate and interpret information required to match direct gloss solid paint colour on vehicles or components, including:
original equipment manufacturer (OEM) paint colour codes and formulas
workplace procedures required to match direct gloss solid paint colour on vehicles or components including:
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials 
recycling procedures
workplace health and safety (WHS) requirements relating to matching direct gloss solid paint colour on vehicles or components, including procedures for:
selecting and using personal protective equipment (PPE)
using technical data sheets (TDS) and safety data sheets (SDS) for paint materials
handling and storing paint materials
using tools and equipment
using approved drying area
environmental requirements relating to matching direct gloss solid paint colour on vehicles or components, including procedures for trapping, storing and disposing of waste materials
types and application methods for automotive paint
types and use of painting tools and equipment, including:
tinting system
paint measuring scales
paint strainers
spray guns
approved spray area
polishing and cleaning equipment
metal or cardboard colour matching test cards
types and use of paint materials, including:
direct gloss two-pack enamels
paint hardeners
paint reducers
cleaning materials
types and use of paint colour matching equipment, including:
paint mixing systems
spray gun set-up, use and maintenance
paint drying equipment and methods
correct use of positive air feed masks
colour matching methods and techniques for solid colour paints, including:
mixing system set-up and operation
colour test cards
visual colour matching tests, including opacity and film build, texture and peel
wet to wet matching
edge to edge matching
hard line matching
dabbing
paint mixing techniques
using paint codes when matching
spraying techniques
drying procedures
paint mixing methods
paint thinning methods
appropriate light sources
procedures for protecting vehicle and components when colour matching
procedures for final inspection of completed solid colour matching.

[bookmark: O_804394][bookmark: _Toc43912741]Assessment Conditions
Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of task.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to the direct gloss solid paint colour they have matched to vehicles or components, e.g. repair orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
OEM paint codes and specifications
TDS and SDS for paint materials
PPE required to colour match direct gloss solid paint colours
colour test cards
paint and materials to colour match solid paint colours
three different painted vehicle panels requiring colour matching of direct gloss solid paint
tools, equipment and materials appropriate for matching direct gloss solid paint colour on vehicles or components.

Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.
[bookmark: O_804397][bookmark: _Toc43912742]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336845]

[bookmark: _Toc41648452][bookmark: _Toc43912743]AURVTP116 Rectify and touch up vehicle direct gloss paint faults using two-pack systems
[bookmark: O_804400]
[bookmark: O_804401][bookmark: _Toc43912744]Application
This unit describes the skills and knowledge required to rectify and touch up direct gloss paint faults on vehicle body components. This unit involves preparing for the task, selecting and using specialist tools and equipment, identifying and rectifying faults using two-pack paint according to manufacturer specifications, and completing workplace processes and documentation.
It applies to those working in the automotive refinishing industry.
[bookmark: O_804403]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804404][bookmark: _Toc43912745]Unit Sector
Vehicle Body Technical - Paint
[bookmark: O_804405][bookmark: _Toc43912746]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element. 

	1.	Prepare for work
	1.1	Identify job requirements from workplace instructions
1.2 Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
1.3	Identify tools, equipment and chemicals required for repair activity and establish serviceability according to workplace procedures

	2.	Determine paint fault, its cause and rectification requirements
	2.1	Identify cause of paint fault from available information
2.2	Visually inspect faulty paintwork and determine extent of damage and areas requiring rectification
2.3	Assess damage to paintwork from visual comparison with undamaged paintwork
2.4	Identify requirements for fault rectification according to workplace procedures

	3.	Rectify and touch up paint fault
	3.1	Identify materials required to restore paintwork to pre-damage condition according to paint manufacturer specifications and workplace procedures
3.2	Measure, mix and apply materials according to workplace procedures
3.3	Rectify damaged paintwork and blend with existing paintwork using direct gloss two-pack system and approved blending and drying techniques
3.4	Complete rectification processes according to workplace procedures and manufacturers specifications

	4.	Complete work processes
	4.1	Conduct final inspection according to workplace procedures and confirm vehicle is ready for use 
4.2	Clear work area and dispose of or recycle materials according to workplace procedures
4.3	Complete documentation according to workplace procedures



[bookmark: O_804406][bookmark: _Toc43912747]Foundation Skills
This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning 
	locates required sources of information efficiently

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications, industry standards and paint technical data sheets (TDS) and safety data sheets (SDS)

	Oral communication 
	clarifies instructions and procedures
clearly reports quality issues and job outcomes

	Numeracy 
	identifies paint specification codes
uses basic mathematical operations, including addition, subtraction, multiplication and division to:
calculate and measure quantities of paint and materials
determine ratios for mixing paint
calculate and set paint drying times
sets spray painting air pressure and spray booth temperatures
sets paint measuring system

	Planning and organising 
	plans own work requirements 
prioritises actions to achieve required outcomes 
ensures tasks are completed within workplace timeframes

	Technology skills to:
	uses specialist tools and equipment


[bookmark: O_804407]
[bookmark: O_804408][bookmark: _Toc43912748]Unit Mapping Information
Supersedes and is equivalent to AURVTP016 Rectify and touch up vehicle direct gloss paint faults using two-pack systems. 
[bookmark: O_804415][bookmark: _Toc43912749]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336846][bookmark: _Toc41648453][bookmark: _Toc43912750]
Assessment Requirements for AURVTP116 Rectify and touch up vehicle direct gloss paint faults using two-pack systems
[bookmark: O_804410]
[bookmark: O_804411][bookmark: _Toc43912751]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
rectify and touch up faults in the direct gloss paint of at least three different vehicles using two-pack systems, including:
using partial blend and fade-out blend on at least one vehicle 
blending and clearing panels on at least one vehicle.

[bookmark: O_804412][bookmark: _Toc43912752]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of:
methods to locate and interpret information required to rectify and touch up vehicle direct gloss paint faults using two-pack systems, including:
manufacturer’s specifications or equivalent documentation
workplace procedures required to rectify and touch up vehicle direct gloss paint faults using two-pack systems including:
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials 
recycling procedures
workplace health and safety (WHS) requirements relating to rectifying and touching up vehicle direct gloss paint faults using two-pack systems, including procedures for:
selecting and using personal protective equipment (PPE)
using technical data sheets (TDS) and safety data sheets (SDS) for direct gloss two-pack paint
handling and storing paint materials
using tools and equipment
using approved drying area
environmental requirements, including procedures for trapping, storing and disposing of waste materials
types and features of direct gloss materials
types and use of painting equipment, including:
types of spray guns and maintenance requirements
spray gun set-up, use and maintenance
correct use of positive air feed masks
paint rectification and touch-up techniques and procedures, including:
identifying paint surface faults
surface preparation methods
paint mixing procedures
direct gloss paint application methods and techniques
paint drying methods for direct gloss materials
procedures for protecting vehicle and components when touching up paint faults
procedures for final inspection of paint rectification and touch-up work using direct gloss two-pack systems.

[bookmark: O_804413][bookmark: _Toc43912753]Assessment Conditions
Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of task.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to vehicle paintwork they have rectified using direct gloss two-pack materials, e.g. repair orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
TDS and SDS for direct gloss two-pack paint
PPE required to rectify paintwork using direct gloss two-pack paint systems
direct gloss refinishing materials
three different vehicles requiring paint rectification and touch-up using direct gloss two-pack refinishing
tools, equipment and materials appropriate for rectifying and touching up paint faults using direct gloss two-pack paint.

Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.
[bookmark: O_804416][bookmark: _Toc43912754]Links
[bookmark: _Toc41336847]Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1


[bookmark: _Toc41648454][bookmark: _Toc43912755]AURVTP117 Rectify and touch up vehicle paint faults using clear over base two-pack systems
[bookmark: O_804419]
[bookmark: O_804420][bookmark: _Toc43912756]Application
This unit describes the skills and knowledge required to rectify and touch up paint faults on vehicle body components. This unit involves preparing for the task, selecting and using specialist tools and equipment, identifying and rectifying faults using clear over base (COB) two-pack paint materials according to manufacturer specifications, and completing workplace processes and documentation.
It applies to those working in the automotive refinishing industry.
[bookmark: O_804422]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804423][bookmark: _Toc43912757]Unit Sector
Vehicle Body Technical - Paint
[bookmark: O_804424][bookmark: _Toc43912758]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element. 

	1.	Prepare for work
	1.1	Identify job requirements from workplace instructions
1.2 Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
1.3	Identify tools, equipment and chemicals required for repair activity and establish serviceability according to workplace procedures

	2.	Identify paint fault, its cause and rectification requirements
	2.1	Identify cause of paint fault from paint manufacturer information and confirm with appropriate personnel
2.2	Visually inspect faulty paintwork according to workplace procedures
2.3	Assess damage to paintwork through visual comparison with undamaged paintwork
2.4	Identify fault rectification requirements according to manufacturer and workplace procedures

	3.	Rectify and touch-up paint faults
	3.1	Identify materials required to restore paintwork to pre-damage condition from paint manufacturer recommended procedures
3.2	Measure, mix and apply materials using approved equipment
3.3	Rectify and blend damaged paintwork with existing paintwork using COB two-pack system and blending and drying techniques according to workplace procedures
3.4	Complete rectification processes according to workplace procedures 

	4.	Complete work processes
	4.1	Conduct final inspection according to workplace procedures and confirm vehicle is ready for use 
4.2	Clear work area and dispose of or recycle materials according to workplace procedures
4.3	Complete documentation according to workplace procedures



[bookmark: O_804425][bookmark: _Toc43912759]Foundation Skills
This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning 
	locates required sources of information efficiently

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications, industry standards and paint technical data sheets (TDS) and safety data sheets (SDS)

	Oral communication 
	clarifies instructions and procedures
clearly reports quality issues and job outcomes

	Numeracy 
	identifies paint specification codes
uses basic mathematical operations, including addition, subtraction, multiplication and division to:
calculate and measure quantities of paint and materials
determine ratios for mixing paint
calculate and set paint drying times
sets spray painting air pressure and spray booth temperatures
sets paint measuring system

	Planning and organising 
	plans own work requirements 
prioritises actions to achieve required outcomes 
ensures tasks are completed within workplace timeframes

	Technology 
	uses specialist tools and equipment



[bookmark: O_804426]
[bookmark: O_804427][bookmark: _Toc43912760]Unit Mapping Information
Supersedes and is equivalent to AURVTP017 Rectify and touch up vehicle paint faults using clear over base two-pack systems. 
[bookmark: O_804434][bookmark: _Toc43912761]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336848][bookmark: _Toc41648455][bookmark: _Toc43912762]
Assessment Requirements for AURVTP117 Rectify and touch up vehicle paint faults using clear over base two-pack systems
[bookmark: O_804429]
[bookmark: O_804430][bookmark: _Toc43912763]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
rectify and touch up faults on at least three different vehicles using clear over base (COB) two-pack paint materials, including:
using partial blend and fade-out blend on at least one vehicle
blending and clearing panels on at least one vehicle.

[bookmark: O_804431][bookmark: _Toc43912764]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of:
methods to locate and interpret information required to rectify and touch up vehicle paint faults using clear over base two-pack systems, including:
paint manufacturer specifications and paint codes
paint technical data sheets
paint safety data sheets (SDS)
workplace procedures required to rectify and touch up vehicle paint faults using clear over base two-pack systems including:
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials 
recycling procedures
workplace health and safety (WHS) requirements relating to rectifying and touching up vehicle paint faults using clear over base two-pack systems, including procedures for:
selecting and using personal protective equipment (PPE)
using technical data sheets (TDS) and safety data sheets (SDS) for COB two-pack paint
handling and storing paint materials
using tools and equipment
environmental requirements relating to rectifying and touching up vehicle paint faults using clear over base two-pack systems, including procedures for trapping, storing and disposing of waste materials
types and use of refinishing materials, including:
solvent base coats and clear coats
water-based materials
paint thinners and hardeners
polishing materials
types and use of painting equipment, including:
types of spray guns and maintenance requirements
spray gun set-up, use and maintenance
correct use of positive air feed masks
using approved drying area
tinting systems
cleaning equipment
paint rectification and touch-up techniques and procedures, including:
identifying paint surface faults
surface preparation methods
paint mixing procedures
COB two-pack paint application methods
paint drying methods
procedures for protecting vehicle and components when rectifying and touching up paint 
procedures for final inspection of paint rectification and touch-up work using COB two-pack systems.

[bookmark: O_804432][bookmark: _Toc43912765]Assessment Conditions
[bookmark: O_804435]Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of task.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to vehicle paintwork they have rectified using COB two-pack systems, e.g. repair orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
TDS and SDS for COB two-pack paint
vehicle paint codes and specifications
PPE required to rectify COB two-pack paint
materials required to rectify and touch up COB two-pack paint
three different vehicles requiring COB two-pack paint rectification and touch-up
tools, equipment and materials appropriate for rectifying and touching up paint faults using COB two-pack systems.

Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.
[bookmark: _Toc43912766]Links
[bookmark: _Toc41336849]Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1


[bookmark: _Toc41648456][bookmark: _Toc43912767]AURVTP118 Rectify vehicle multi-layer and pearl paint faults using two-pack systems
[bookmark: O_804438]
[bookmark: O_804439][bookmark: _Toc43912768]Application
This unit describes the skills and knowledge required to rectify multi-layer and pearl paint faults on vehicle body components. This unit involves preparing for the task, selecting and using specialist tools and equipment, identifying and rectifying paint faults using multi-layer and pearl two-pack paint materials according to manufacturer specifications, and completing workplace processes and documentation.
It applies to those working in the automotive refinishing industry.
[bookmark: O_804441]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804442][bookmark: _Toc43912769]Unit Sector
Vehicle Body Technical - Paint
[bookmark: O_804443][bookmark: _Toc43912770]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element. 

	1.	Prepare for work
	1.1	Identify job requirements from workplace instructions
1.2 Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
1.3	Identify tools, equipment and chemicals required for repair activity and establish serviceability according to workplace procedures

	2.	Determine paint fault, its cause and rectification requirements
	2.1	Identify cause of paint fault 
2.2	Visually inspect faulty paintwork according to workplace procedures
2.3	Identify and assess existing paint film build-up 
2.4	Visually compare damaged to paintwork with undamaged paintwork
2.5	Identify fault rectification requirements according to workplace procedures and job requirements

	3.	Carry out rectification and touch-up activities
	3.1	Identify materials required to restore paintwork to pre-damage condition from paint manufacturer specifications and workplace procedures
3.2	Measure, mix and apply materials using approved equipment
3.3	Rectify damaged paintwork and blend with existing paintwork using two-pack system
3.4	Complete rectification processes according to workplace procedures 

	4.	Complete work processes
	4.1	Conduct final inspection according to workplace procedures and confirm vehicle is ready for use 
4.2	Clear work area and dispose of or recycle materials according to workplace procedures
4.3	Complete documentation according to workplace procedures



[bookmark: O_804444][bookmark: _Toc43912771]Foundation Skills
This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning 
	locates required sources of information efficiently.

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications, industry standards and paint technical data sheets (TDS) and safety data sheets (SDS)

	Oral communication 
	clarifies instructions and procedures
clearly reports quality issues and job outcomes

	Numeracy 
	identifies paint specification codes
uses basic mathematical operations, including addition, subtraction, multiplication and division to:
calculate and measure quantities of paint and materials 
determine ratios for mixing paint
calculate and set paint drying times
sets spray painting air pressure and spray booth temperatures
sets paint measuring system

	Planning and organising 
	plans own work requirements 
prioritises actions to achieve required outcomes 
ensures tasks are completed within workplace timeframes

	Technology 
	uses specialist tools and equipment



[bookmark: O_804445][bookmark: O_804446][bookmark: _Toc43912772]Unit Mapping Information
Supersedes and is equivalent to AURVTP018 Rectify vehicle multi-layer and pearl paint faults using two-pack systems.
[bookmark: O_804453][bookmark: _Toc43912773]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336850][bookmark: _Toc41648457][bookmark: _Toc43912774]
Assessment Requirements for AURVTP118 Rectify vehicle multi-layer and pearl paint faults using two-pack systems
[bookmark: O_804448]
[bookmark: O_804449][bookmark: _Toc43912775]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
rectify multi-layer and pearl paint faults on at least three different vehicles using two-pack materials
complete the following in the course of the above work:
blending and clearing a vehicle panel
partially blending and fading out blend.

[bookmark: O_804450][bookmark: _Toc43912776]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of:
methods to locate and interpret information required to rectify vehicle multi-layer and pearl paint faults using two-pack systems, including:
paint manufacturer specifications
paint technical data sheets (TDS)
paint safety data sheets (SDS)
workplace procedures required to rectify vehicle multi-layer and pearl paint faults using two-pack systems including:
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials 
recycling procedures
 workplace health and safety (WHS) and occupational health and safety (OHS) requirements relating to rectifying vehicle multi-layer and pearl paint faults using two-pack systems, including procedures for:
selecting and using personal protective equipment (PPE)
using technical data sheets (TDS) and safety data sheets (SDS) for multi-layer and pearl two-pack paint
handling and storing paint materials
using tools and equipment
using approved drying area
environmental requirements relating to rectifying vehicle multi-layer and pearl paint faults using two-pack systems, including procedures for trapping, storing and disposing of waste materials
types and features of paint materials, including:
solvent base coats and clear coats
water-based materials
paint thinners and hardeners
polishing materials
types and use of painting equipment, including:
types of spray guns and maintenance requirements
spray gun set-up, use and maintenance
correct use of positive air feed masks
paint rectification and touch-up techniques and procedures, including:
identifying paint surface faults
surface preparation methods
paint mixing procedures
multi-layer and pearl paint application methods
drying methods for multi-layer and pearl paint refinishing materials
procedures for protecting vehicle and components when rectifying and touching up paint faults 
procedures for final inspection of paint rectification using multi-layer and pearl two-pack systems.

[bookmark: O_804451][bookmark: _Toc43912777]Assessment Conditions
[bookmark: O_804454]Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of task.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to the vehicle paintwork they have rectified using multi-layer and pearl two-pack systems, e.g. repair orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
TDS and SDS for multi-layer and pearl two-pack paint
PPE required to rectify multi-layer and pearl two-pack paint materials
multi-layer and pearl two-pack refinishing materials
three different vehicles requiring paint rectification using multi-layer and pearl two-pack paint refinishing materials
tools, equipment and materials appropriate for rectifying and touching up multi-layer and pearl paint faults using two-pack systems.

Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.
[bookmark: _Toc43912778]Links
[bookmark: _Toc41336851]Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1


[bookmark: _Toc41648458][bookmark: _Toc43912779]AURVTP123 Apply clear over base two-pack refinishing materials to vehicle body components
[bookmark: O_804514]
[bookmark: O_804515][bookmark: _Toc43912780]Application
This unit describes the skills and knowledge required to mix and apply clear over base (COB) paint materials to vehicle body components. This unit involves preparing for the task, selecting and using specialist tools and equipment, identifying paint faults, preparing surface to be painted, selecting and applying COB two-pack refinishing materials according to manufacturer specifications, and completing workplace processes and documentation.
It applies to those working in the automotive refinishing industry.
[bookmark: O_804517]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804518][bookmark: _Toc43912781]Unit Sector
Vehicle Body Technical - Paint
[bookmark: O_804519][bookmark: _Toc43912782]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element.

	1.	Prepare for work
	1.1	Identify job requirements from workplace instructions
1.2 Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
1.3	Identify tools, equipment and chemicals required for repair activity and establish serviceability according to workplace procedures

	2.	Mix COB two-pack refinishing materials
	2.1	Calculate COB two-pack refinishing materials according to paint manufacturer specifications, formulas and codes
2.2	Record codes and information relevant to job requirement 
2.3	Mix materials according to workplace procedures

	3.	Apply COB two-pack refinishing material
	3.1	Apply refinishing materials using manufacturer recommended method and intervals, and according to workplace procedures
3.2	Dry refinishing materials and equipment according to workplace procedures and ensure painted surface meets specifications

	4.	Rectify paint faults
	4.1	Identify paint faults according to industry and workplace procedures
4.2	Select rectification procedures according to fault or damage type
4.3	Identify required materials to rectify paintwork from paint manufacturer information
4.4	Rectify paint surface faults using compounds, polishes and glazes to blend rectified areas with existing paintwork

	5.	Complete work processes
	5.1	Conduct final inspection according to workplace procedures and confirm vehicle is ready for use 
5.2	Clear work area and dispose of or recycle materials according to workplace procedures
5.3	Complete documentation according to workplace procedures



[bookmark: O_804520][bookmark: _Toc43912783]Foundation Skills
This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning
	locates required sources of information efficiently

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications, industry standards and paint technical data sheets (TDS) and safety data sheets (SDS)

	Oral communication 
	clarifies instructions and procedures

	Numeracy 
	interprets paint codes and formulas
sets and adjusts spray painting air pressure and paint measuring system
uses basic mathematical operations, including addition, subtraction, multiplication and division to:
determine ratios
measure and calculate quantities of paint and materials

	Planning and organising 
	plans own work requirements 
prioritises actions to achieve required outcomes
ensures tasks are completed within workplace timeframes

	Technology 
	uses specialist equipment



[bookmark: O_804521][bookmark: O_804522][bookmark: _Toc43912784]Unit Mapping Information
Supersedes and is equivalent to AURVTP023 Apply clear over base two-pack refinishing materials to vehicle body components. 
[bookmark: O_804529][bookmark: _Toc43912785]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336852][bookmark: _Toc41648459][bookmark: _Toc43912786]
Assessment Requirements for AURVTP123 Apply clear over base two-pack refinishing materials to vehicle body components
[bookmark: O_804524]
[bookmark: O_804525][bookmark: _Toc43912787]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
mix and apply clear over base (COB) two-pack refinishing materials to at least three different vehicles, at least two of which must include a different vehicle body component from among the following:
single vehicle panel
full vehicle side
vehicle front end or rear end.

[bookmark: O_804526][bookmark: _Toc43912788]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of:
methods to locate and interpret information required to apply clear over base two-pack refinishing materials to vehicle body components, including:
vehicle paint specifications
workplace procedures required to apply clear over base two-pack refinishing materials to vehicle body components including:
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials 
recycling procedures
workplace health and safety (WHS) requirements relating to applying clear over base two-pack refinishing materials to vehicle body components, including procedures for:
selecting and using personal protective equipment (PPE)
using technical data sheets (TDS) and safety data sheets (SDS) for COB two-pack paint
handling and storing paint materials
using tools and equipment
using approved drying area
environmental requirements relating to applying clear over base two-pack refinishing materials to vehicle body components, including procedures for trapping, storing and disposing of waste materials
types and use of refinishing material, including:
solid, metallic and pearl two-pack base coat
clear two-pack acrylic enamel
water-based paints
hardener
paint reducer
cleaning solvents.
types and application of automotive paint, including correct use of positive air feed masks
mixing and application techniques for COB two-pack materials, including:
paint mixing techniques and systems
visual colour matching techniques and use of colour test cards
paint fault identification and rectification methods for COB two-pack refinishing materials
types and use of paint colour matching equipment, including:
mixing system set-up and operation
set-up, operation and maintenance of spray guns
paint drying equipment
paint cleaning materials and equipment 
procedures for protecting vehicle and components when applying refinishing materials 
procedures for final inspection of completed COB two-pack application.

[bookmark: O_804527][bookmark: _Toc43912789]Assessment Conditions
Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of tasks.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to the COB two-pack materials they have applied to vehicle body components, e.g. repair orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
paint and vehicle manufacturer specifications and paint codes
TDS and SDS for COB two-pack paint
PPE, including positive air feed masks
COB refinishing materials
three different vehicles with body components specified in the performance evidence requiring painting with COB two-pack refinishing materials
tools, equipment and materials appropriate for applying COB two-pack refinishing materials.
Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.
[bookmark: O_804530][bookmark: _Toc43912790]Links
[bookmark: _Toc41336853]Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1


[bookmark: _Toc41648460][bookmark: _Toc43912791]AURVTP124 Apply clear over base multi-layer and pearl refinishing materials to vehicle body components
[bookmark: O_804533]
[bookmark: O_804534][bookmark: _Toc43912792]Application
This unit describes the skills and knowledge required to mix and apply clear over base (COB) multi-layer and pearl refinishing materials to vehicle body components. This unit involves preparing for the task, selecting and using specialist tools and equipment, identifying paint defects, preparing vehicle surfaces, selecting, mixing and applying refinishing materials according to manufacturer specifications, and completing workplace processes and documentation.
It applies to those working in the automotive refinishing industry.
[bookmark: O_804536]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804537][bookmark: _Toc43912793]Unit Sector
Vehicle Body Technical - Paint
[bookmark: O_804538][bookmark: _Toc43912794]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element. 

	1.	Prepare for work
	1.1	Identify job requirements from workplace instructions
1.2 Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
1.3	Identify tools, equipment and chemicals required for repair activity and establish serviceability according to workplace procedures

	2.	Mix COB multi-layer and pearl refinishing materials
	2.1	Calculate and mix refinishing materials according to workplace procedures, and paint manufacturer specifications, formulas and codes
2.2	Record codes and information relevant to job requirements 
2.3	Carry out mixing activities according to workplace procedures

	3.	Apply COB multi-layer and pearl refinishing materials
	3.1	Apply refinishing materials using manufacturer recommended method and intervals according to workplace procedures
3.2	Dry refinishing materials and equipment according to workplace procedures
3.3	Apply refinishing techniques to ensure painted surface meets job requirements
3.4	Rectify paint surface faults using compounds, polishes and glazes to blend rectified areas with existing paintwork according to workplace procedures

	4.	Complete work processes
	4.1	Conduct final inspection according to workplace procedures and confirm vehicle is ready for use 
4.2	Clear work area and dispose of or recycle materials according to workplace procedures
4.3	Complete documentation according to workplace procedures



[bookmark: O_804539][bookmark: _Toc43912795]Foundation Skills
This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning 
	locates required sources of information efficiently

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications, industry standards and paint technical data sheets (TDS) and safety data sheets (SDS)

	Oral communication 
	clarifies instructions and procedures
clearly reports quality issues and job outcomes

	Numeracy 
	interprets paint codes and formulas
sets and adjusts settings for:
spray painting air pressure
paint measuring system
spray booth temperature settings
uses basic mathematical operations, including addition, subtraction, multiplication and division to:
determine ratios
measure and calculate quantities of paint and materials

	Planning and organising 
	plans own work requirements 
prioritises actions to achieve required outcomes 
ensures tasks are completed within workplace timeframes

	Technology
	uses specialist equipment



[bookmark: O_804540]
[bookmark: O_804541][bookmark: _Toc43912796]Unit Mapping Information
Supersedes and is equivalent to AURVTP024 Apply clear over base multi-layer and pearl refinishing materials to vehicle body components. 
[bookmark: O_804548][bookmark: _Toc43912797]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
[bookmark: _Toc41336854][bookmark: _Toc41648461][bookmark: _Toc43912798]
Assessment Requirements for AURVTP124 Apply clear over base multi-layer and pearl refinishing materials to vehicle body components
[bookmark: O_804543]
[bookmark: O_804544][bookmark: _Toc43912799]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
mix and apply clear over base (COB) multi-layer pearl refinishing materials on at least three different vehicles, at least two of which must include a different vehicle body component from among the following:
single vehicle panel
full vehicle side
vehicle front end or rear end.

[bookmark: O_804545][bookmark: _Toc43912800]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of:
methods to locate and interpret information required to apply clear over base multi-layer and pearl refinishing materials to vehicle body components, including:
vehicle paint specifications 
workplace procedures required to apply clear over base multi-layer and pearl refinishing materials to vehicle body components including:
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials 
recycling procedures
workplace health and safety (WHS) requirements relating to applying clear over base multi-layer and pearl refinishing materials to vehicle body components, including procedures for:
selecting and using personal protective equipment (PPE)
using technical data sheets (TDS) and safety data sheets (SDS) for COB two-pack paint
handling and storing paint materials
using tools and equipment
using approved drying area
environmental requirements, including procedures for trapping, storing and disposing of waste materials
types and application methods for automotive paint, including correct use of positive air feed masks
types and uses of refinishing materials, including:
metallic, pearl two-pack base coat
clear two-pack acrylic enamel
water-based paints
hardeners
paint reducers
mixing and application techniques for COB multi-layer and pearl refinishing materials, including:
paint mixing techniques and systems
visual colour matching techniques and use of colour test cards
paint fault identification and rectification methods for COB multi-layer and pearl refinishing materials
types and uses of paint colour matching equipment, including:
set-up and operation of paint mixing system
set-up, operation and maintenance of spray guns
paint drying equipment 
paint cleaning materials and equipment 
procedures for protecting vehicles and components when applying refinishing materials 
procedures for final inspection of completed COB multi-layer pearl application.

[bookmark: O_804546][bookmark: _Toc43912801]Assessment Conditions
Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of task.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to the COB refinishing materials they have applied to vehicle body components, e.g. repair orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
paint and vehicle manufacturer specifications, paint codes
TDS and SDS for COB multi-layer and pearl refinishing materials
PPE, including positive air feed masks
materials to apply COB multi-layer and pearl refinishing materials
COB refinishing materials
three different vehicles or panels requiring painting with COB multi-layer and pearl refinishing materials
tools, equipment and materials appropriate for mixing and applying COB multi-layer and pearl refinishing materials.

Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.
[bookmark: O_804549][bookmark: _Toc43912802]Links
[bookmark: _Toc41336855]Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1


[bookmark: _Toc41648462][bookmark: _Toc43912803]AURVTP125 Apply water-based refinishing materials to vehicle bodies and substrates
[bookmark: O_804552]
[bookmark: O_804553][bookmark: _Toc43912804]Application
This unit describes the skills and knowledge required to mix and apply water-based refinishing materials in order to refinish a variety of vehicle bodies and substrates. This unit involves preparing for the task, selecting and using specialist tools and equipment, identifying paint defects, preparing surfaces, selecting, mixing and applying water-based refinishing materials according to manufacturer specifications, and completing workplace processes and documentation.
It applies to those working in the automotive refinishing industry.
[bookmark: O_804555]No licensing, legislative, regulatory or certification requirements apply to this unit at the time of publication.
[bookmark: O_804556][bookmark: _Toc43912805]Unit Sector
Vehicle Body Technical - Paint
[bookmark: O_804557][bookmark: _Toc43912806]Elements and Performance Criteria
	ELEMENTS
Elements describe the essential outcomes.
	PERFORMANCE CRITERIA
Performance criteria describe the performance needed to demonstrate achievement of the element. 

	1.	Prepare for work
	1.1	Identify job requirements from workplace instructions
1.2 Identify hazards associated with the work, assess potential risks and implement control measures in line with workplace policies and procedures 
1.3	Identify tools, equipment and chemicals required for repair activity and establish serviceability according to workplace procedures

	2.	Mix water-based refinishing materials
	2.1	Calculate and mix water-based paint materials according to paint manufacturer specifications, formulas, codes and workplace procedures
2.2	Record codes and information relevant to job requirements 

	3.	Apply water-based refinishing materials
	3.1	Apply refinishing materials using manufacturer recommended method and intervals, and techniques that ensure painted surface meets job requirements, according to workplace procedures
3.2	Dry refinishing materials using approved methods and equipment

	4.	Rectify paint faults
	4.1	Identify paint faults according to workplace procedures
4.2	Select rectification procedures according to fault or damage type
4.3	Select materials to rectify paintwork from paint manufacturer information
4.4	Rectify paint surface faults using compounds, polishes and glazes to blend rectified areas with existing paintwork

	5.	Complete work processes
	5.1	Conduct final inspection according to workplace procedures and confirm vehicle is ready for use 
5.2	Clear work area and dispose of or recycle materials according to workplace procedures
5.3	Complete documentation according to workplace procedures



[bookmark: O_804558][bookmark: _Toc43912807]Foundation Skills
This section describes those language, literacy, numeracy and employment skills that are essential to performance but not explicit in the performance criteria.
	Skills
	Description

	Learning 
	locates required sources of information efficiently

	Reading 
	interprets workplace instructions such as job cards
organises and interprets technical information from workplace procedures, manufacturer specifications, industry standards and paint technical data sheets (TDS) and safety data sheets (SDS)

	Oral communication 
	clarifies instructions and procedures
clearly reports quality issues and job outcomes

	Numeracy 
	interprets paint codes and formulas
sets and adjusts settings for:
spray painting air pressure
paint measuring system
spray booth temperature settings
uses basic mathematical operations, including addition, subtraction, multiplication and division to:
determine ratios
measure and calculate quantities of paint and materials

	Planning and organising 
	plans own work requirements 
prioritises actions to achieve required outcomes 
ensures tasks are completed within workplace timeframes

	Technology 
	uses specialist equipment



[bookmark: O_804559]
[bookmark: O_804560][bookmark: _Toc43912808]Unit Mapping Information
[bookmark: O_804567]Supersedes and is equivalent to AURVTP025 Apply water-based refinishing materials to vehicle bodies and substrates. 

[bookmark: _Toc43912809]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1


[bookmark: _Toc41336856][bookmark: _Toc41648463][bookmark: _Toc43912810]Assessment Requirements for AURVTP125 Apply water-based refinishing materials to vehicle bodies and substrates
[bookmark: O_804562]
[bookmark: O_804563][bookmark: _Toc43912811]Performance Evidence
The candidate must demonstrate the ability to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including evidence of the ability to:
apply water-based refinishing materials on at least three different vehicle substrates, at least two of which must include a different vehicle body component from among the following:
vehicle panel
full vehicle side
vehicle front end or rear end.

[bookmark: O_804564][bookmark: _Toc43912812]Knowledge Evidence
The candidate must be able to demonstrate knowledge to complete the tasks outlined in the elements, performance criteria and foundation skills of this unit, including knowledge of:
methods to locate and interpret information required to apply water-based refinishing materials to vehicle bodies and substrates, including:
paint manufacturer specifications
workplace procedures required to apply water-based refinishing materials to vehicle bodies and substrates including:
establishing the serviceability of tools and equipment 
documentation procedures
housekeeping procedures including:
examination of tools and equipment
storage of equipment
identification, tagging and isolation of faulty equipment
disposal of excess materials 
recycling procedures
workplace health and safety (WHS) requirements relating to applying water-based refinishing materials to vehicle bodies and substrates, including procedures for:
selecting and using personal protective equipment (PPE)
using technical data sheets (TDS) and safety data sheets (SDS) for water-based paint
handling and storing paint materials
using tools and equipment
using approved drying area
environmental requirements relating to applying water-based refinishing materials to vehicle bodies and substrates, including procedures for trapping, storing and disposing of waste materials
types and uses of refinishing materials, including:
water-based solid, metallic and pearl paint materials
water-based paint reducers and hardeners
cleaning materials
types and application methods for automotive water-based refinishing materials, including correct use of positive air feed masks
mixing and application techniques for water-based refinishing materials, including:
paint mixing techniques and systems
paint fault identification and rectification methods for water-based refinishing materials
types and use of equipment used in water-based refinishing processes, including:
set-up and operation of paint mixing system
set-up, operation and maintenance of spray guns
paint drying equipment 
paint cleaning materials and equipment procedures for protecting vehicle and components when applying refinishing materials 
procedures for final inspection of applied water-based refinishing materials.

[bookmark: O_804565][bookmark: _Toc43912813]Assessment Conditions
Competency is to be assessed in the workplace or a simulated environment that accurately reflects performance in a real workplace setting.
Assessment must include direct observation of task.
Where assessment of competency includes third-party evidence, individuals must provide evidence that links them to having applied water-based refinishing materials to vehicle bodies and substrates, e.g. repair orders.
Assessors must verify performance evidence through questioning on skills and knowledge to ensure correct interpretation and application.
The following resources must be made available:
automotive repair workplace or simulated workplace
workplace instructions
paint and vehicle manufacturer specifications
paint codes
TDS and SDS for water-based paint
PPE, including positive air feed masks
water-based refinishing materials
three different vehicle substrates specified in the performance evidence requiring painting with water-based refinishing materials
tools, equipment and materials appropriate for mixing and applying water-based refinishing materials to vehicle bodies and substrates.

Assessors of this unit must satisfy the requirements for assessors in applicable vocational education and training legislation, frameworks and/or standards.

[bookmark: O_804568][bookmark: _Toc43912814]Links
Companion Volume Implementation Guide is found on VETNet: https://vetnet.education.gov.au/Pages/TrainingDocs.aspx?q=b4278d82-d487-4070-a8c4-78045ec695b1
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