
GCL-P6/72-300
GCL-P6/72-305
GCL-P6/72-310
GCL-P6/72-315

GCL-P6/72

Bringing Green Power to Life

CERTIFICATION

LINEAR PERFORMANCE WARRANTY

Additional value from GCL Solar’s linear warranty
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Industry standard GCL Solar

HIGH EFFICENCY MULTICRYSTALLINE MODULES

High module convesion efficiency from efficiency 
wafer and cell

Coating glass for self-cleaning, reduce surface dust to 
keep the power output stable

Swiss Re-insurance ensure the module quality for 25 
years

ISO9001, ISO14001 certificated production

Quick response service within 24 hours

25 YEAR
LINEAR POWER WARRANTY

10 YEAR
PRODUCT WARRANTY

http://www.gclsi.com
GCL SYSTEM INTEGRATION

16.23%
MAX EFFICIENCY

315w
MAX POWER OUTPUT
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Values at Standard Test Conditions STC (Air Mass AM1.5, irradiance 1000W/m2, Cell Temperature 25°C). 
Power measurement tolerance: ±3%
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NOCT: irradiance at 800W/m2, Ambient Temperature 20°C, Wind Speed 1m/s.
Power measurement tolerance: ±3%
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DIMENSIONS OF MODULE

I-V CURVES OF MODULE

Back View

A-A

ELECTRICAL SPCIFICATIONS (SCT)

Peak Power Watts

Power Output Tolerance

Maximum Power Voltage

Maximum Power Current

Open Circuit Voltage

Short Circuit Current

Module Efficiency 

ELECTRICAL DATA (NOCT)

MECHANICAL DATA

Maximum Power

Maximum Power Voltage

Maximum Power Current

Open Circuit Voltage

Short Circuit Current

Power Output Tolerance

White

Multicrystalline 156×156mm (6 inches)

72 Cells (6×12)

1956×992×40mm (77 × 39.05 × 1.57 inches)

High transparency solar glass 3.2mm (0.13 inches) or 4mm (0.15 inches) 

Anodized aluminium alloy

IP65/IP67 Rated

Photovoltaic Technology cable 4.0mm2 (0.006 inches2), 900mm (35.4 inches)

Original MC4 or Compatible MC4

Solar Cells

Cell Orientation

Module Dimensions

Weight

Glass

Backplane

Frame

Cables

J-Box

Connector

WARRANTY

10 year Product Workmanship Warranty

25 year linear Power Warranty

PACKAGING CONFIGURATION

Modules per box：26 pieces

Modules per 40’ container：728 pieces

TEMPERATURE RATINGS

Nominal Operating Cell

Temperature (NOCT)

Temperature Coefficient of PMAX

Temperature Coefficient of Voc

Temperature Coefficient of ISC

45±2°C

-0.43% /°C

-0.35% /°C

0.04% /°C

MAXIMUM RATINGS

Operational Temperature

Maximum System Voltage

Max Series Fuse Rating

-40~+85°C

1000V DC(IEC)

15A

(Please refer to product warranty for details)

941mm

992mm

1676m
m

1956m
m

1176m
m

Nameplate

J-BoxDrain Hole

Installing Hole

Grounding Hole

8-3.5x8mm

8-D9x14mm

2-    5.1mm
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CAUTION: READ SAFETY AND INSTALLATIONS BEFORE USING THE PRODUCT
©2015 GCL System Intergration Technology Co., Ltd.  All rights reserved. Specifications included in this datasheet are 
subject to change without notice.
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