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HOBBY CRAFT PVA GLUE 
WATER BASED PVA 

 

8 December 2017 
 

YOUR SMART ADVANTAGES 
− High quality PVA  
- Dries clear  
- Non staining 
- Water resistant 
- Non-toxic, safe for the family 
- Does not contain food ingredients such as wheat, 
gluten, flour, egg or nut products 

 
USES 
Bostik Hobby Craft PVA Glue is a versatile water based 
PVA emulsion designed as a multi-purpose glue which 
will give a strong and lasting bond to a variety of 
surfaces. 
 
Bostik Hobby Craft PVA Glue sticks to most porous and 
semi porous materials such as paper, cardboard, wood, 
fabric, leather/suede, felt, sequins, styrene, foam, 
concrete or terracotta. 
 

PRODUCT CHARACTERISTICS 

Colour White 

Form Semi thick liquid  

Viscosity Approx. 5,000 cps 

Composition PVA Emulsion 

Specific Gravity 1.07 approx 

Pack Quantity 6 units 

Product codes 
100ml 
  

 
30803744 
 

TYPICAL PERFORMANCE DATA (approx.) 

Working Time 
5 minutes, depending 
on room temperature. 

Cure Time 
Full cure approximately 
7 days 

Solubility in water  Completely dispersible  
 
 
 

 
 
DIRECTIONS FOR USE 
Read and understand the Safety Data Sheet before 
using this product. SDS can be acquired by visiting 
www.bostik.com.au or by scanning the relevant QR 
code on pack. 
 
SURFACE PREPARATION 
1. Ensure surfaces to be bonded are clean, dry and free 
from grease, oil dust and other foreign materials.  
2. Cut tip off the nozzle at 45º angle. DO NOT CUT too 
close to the ridge on the nozzle as this clips on the cap 
back on the bottle.  
 3. Test on small area before use.  
 
APPLICATION 
1. Apply Bostik Hobby Craft PVA glue to one surface and 
press both surfaces together whilst wet.  
2. For wood, apply pressure or clamp for 20-30 
minutes, longer for joints under stress.  
3. Maximum strength is reached after 12 hours.  
4. Clean away excess glue with a moist cloth.  
5. Clean nozzle and/or replace cap tightly.  
 
CLEANING/REMOVAL 
9. To remove from substrates clean away glue with a 
moist cloth before maximum strength is reached for 12 
hours. 
 10. To remove dried PVA use a cloth soaked with 
Eucalyptus oil.  
11. Test for colourfastness. Then soak in hot water and 
scrub with a fine brush such as a toothbrush. 
 
STORAGE AND SHELF LIFE 
Store in a cool dry place between 5 to 25° C and out of 
direct sunlight. Shelf life Is 12 months from the date of 
manufacture when stored as directed.
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This datasheet is for the general help of users. It is provided in good faith. The data is current and accurate to the best of our knowledge. Differing materials, 

substrates, environments, site conditions, and product storage, handling and application may affect results. Users should carry out tests to decide the product’s 

suitability for purpose. This data sheet and the properties of the product may change without notice. Users, suppliers and retailers should check that the data 

sheets they have are the latest. To the maximum extent permitted by law, Bostik disclaims all warranties in relation to manufacture and use of the product. Bostik 

is not liable for representations made by users, suppliers or retailers about the product. Bostik is not liable for any loss or damage resulting from incorrect, 

careless, or negligent use or storage of the product, including use of out of date product. Any liability arising from use of the product is limited to the 

replacement or purchase price of the product. Bostik does not exclude rights and remedies that cannot be excluded by legislation, for example under the 

Australian Consumer Law (ACL). Sale of the product by Bostik is subject to the Bostik Australia Proprietary Limited Conditions and Terms of Sale. For more 

information on Bostik, products, and conditions of use and sale visit www.bostik.com/au 

HEALTH & SAFETY 
Always read the Technical Data Sheet and Safety Data 
Sheet (SDS) before handling or use. Full product safety 
information required for safe use is not included in this 
data sheet. SDS available by request or at 
www.bostik.com.au 
 
PRECAUTION IN USE 
Not suitable for photographs and paper restoration. 
 
Recommendations and suggestions are for guidance 
only, since conditions of use are completely out of our 
control. 
 
For emergency information contact the Poisons 
Information Centre, phone 131 126 or the Emergency 
Response Service, phone 1800 033 111. 

 
 
 

 
Smart help  1800 898 551  

 
BOSTIK HOTLINE  

http://www.bostik.com/au

